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|. COMBUSTIBLE GAS INDICATOR (CGI) GUIDELINE

Contractors responsible for underground storage tank (UST) closure, repair, or re-piping work, must
have a Combustible Gas Indicator (CGI) at the work site at all times. This instrument must be used to
ensure that 20% of the lower explosive limit (LEL) is not reached within the UST or work area
surrounding the UST. It is also recommended that the level of oxygen be measured, in addition to the
LEL, with either a separate oxygen meter or with a combination CGI/Oxygen meter. Primary
authority for fire and explosion safety at a UST work-site rests with the local fire agency.

All DEH personnel will enforce the safety precautions outlined below during repair or removal of
USTs. At thelocation of a UST remova or repair project, where flammable chemicals have been
stored, DEH staff will require the contractor to demonstrate that the work siteis safe. However, the
local fire agency has primary authority over fire safety and this guideline is not intended to supersede
that authority.

In order to prevent an explosion, the following minimum procedures shall be taken by an applicant
for the removal of aUST:

A. The applicant or contractor shall have a CGl, capable of measuring LEL in percentages,
present at the work site during all times when work is being conducted on or around USTs.
The CGI must be maintained in good repair and caibrated in accordance with the
manufacturer's specifications. The CGl must be calibrated so as to detect the LEL of the
product in the UST, or the LEL of an indicator chemical that is a component of the product in
the UST.

B. The contractor shall be responsible to ensure that flammable vapors around the work area and
within the UST are not in explosive concentrations. Non-explosive conditions will normally
be demonstrated by assuring that vapors within excavations, the work area, and the UST
being removed, are less than 20% of the LEL. If the UST being removed cannot be
evacuated and purged of vapors prior to the beginning of excavation work, then the UST may
be maintained non-explosive by maintaining vapor concentrations (within the UST) above the
upper explosive limit (UEL). The UST contractor must obtain concurrence from the local
Fire Department and DEH before conducting excavation work using the UEL to maintain
non-explosive conditions. A UST should not be moved until it has been "inerted" to less than
20% of the LEL.

C. TheCGI and CGIl cdlibration kits must meet the following minimum specifications:

1. The CGI must have a direct readout that indicates the percentage of the LEL being
measured.

The CGI must be intrinsically safe.

The CGI must have a probe capable of testing the interior of the UST.

The CGI must be calibrated using substances that approximate the vapors being tested.
The CGI may require adilution fitting to be capable of giving an accurate LEL reading in
the absence of oxygen.

The CGI must be capable of being field calibrated.

The CGI must be routinely calibrated as required by the manufacturer.

abkhwn
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II. UNDERGROUND STORAGE TANK SOIL SAMPLING GUIDELINE
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UNDERGROUND STORAGE TANK SOIL SAMPLING GUIDELINE

In San Diego County, the Department of Environmental Health (DEH) is the local oversight agency.
DEH has established the following guidelines for routine soil sampling and analyses as a condition of
all UST closure (removal) permits. Samples are required when soil appearsto be clean. At siteswith
obvious contamination, a full assessment will be required; routine samples may not be required at the
time of inspection.

A. UST Owner/Operator

The UST owner/operator is required to have the following items at the site and to have made the
following arrangements prior to UST remova:

Person to take the samples - this does not need to be an environmenta consultant.

Sample containers.

Labels for the containers.

Ice chest with dry ice or blueice.

Backhoe, or similar excavating device, which can be used to remove backfill and native

soil from the UST excavation in a safe manner.

Sample-taking device (trowel, hand auger, disposable gloves).

Materias for cleaning the sampling tools, if tools are to be reused (e.g., bucket, water,

and cleaning agent).

8. Person and transportation to deliver sample to laboratory.

9. Advance arrangements with a State-certified hazardous waste |aboratory to perform the
analyses.

10. Submit copies of laboratory results and the chromatogram for the analysis to DEH.

ahwWNPE
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B. DEH Hazardous Materials Specialist
The DEH ingpector will be responsible for the following:

Documenting the UST removal.

Documenting conditions of the UST, piping, and soil.
Providing chain-of-custody form.

Identifying sampling locations.

Selection of analytical methods.

Evauating laboratory analyses data upon receipt.

OUAWNE

C. Required Sampling Supplies

The following chart (Table E-1) can be used to estimate the number of required samples based on
the UST size and the length of piping. Knowing the approximate number of samplesto be
collected can help estimate the necessary sampling supplies and to ensure that these supplies are
at the work site at the time of the UST removal. Refer to Table 54 in Section 5 for the required
laboratory analysis. Fina approval of a UST closure (removal) cannot be given by the DEH until
all laboratory data and supporting information have been received and evaluated.
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TABLE E -1: APPROXIMATE NUMBER OF SAMPLESFOR UST REMOVAL
UST SIZE NUMBER OF SAMPLES | NUMBER OF SAMPLES
(GALLONS) FROM EXCAVATION FROM PIPING TRENCH
PER UST PER 20 LINEAL FEET
1- 10,000 Two One
10,001 — 20,000 Three One
20,001 — 30,000 Six One
> 30,000 Contact DEH One
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. BURN ASH INVESTIGATION GUIDELINES

Page E-6 2.18.2004 SAM Manual



APPENDIX E: GUIDELINES

LEA Advisory #56 November 4, 1998 Publication #231-98-019
Processfor Evaluating and Remediating Burn Dump Sites

To All Local Enforcement Agencies:
This Local Enforcement Agency (LEA) Advisory covers the process for evaluating and remediating burn
dump sites. The purpose of this LEA Advisory isto:
Provide guidance on the appropriate procedures to follow in evaluating the risks to public health
and safety and the environment posed by burn ash dump (burn dump) sites that contain non
Resource Conservation and Recovery Act (RCRA)waste.
Identify the steps to take to control these risks.
Describe the roles of other regulatory agencies in burn dump regulation.
Address burn dump issues raised at the November 1997 Partnership 2000 Conference at
Asilomar.
What Isa Burn Dump?
A burn dump is a site where solid waste has leen burned at low temperature and the residual burn ash and
debris have been landfilled or stockpiled. The burn ash referred to in this document is the residua ash that
results from the low temperature combustion of solid waste. Ash from controlled incineration at a
permitted facility, such as a waste-to-energy plant, is not included in this advisory.
Burn dumps typically contain little biodegradable organic material because of the combustion of waste
materias and the age of the sites. Therefore, typicaly little or no landfill gas is being generated at burn
dump sites.
Burn dumps were phased out in the early 1970s in response to federal and state air quality legidation.
Most burn dumps are considered closed sites as their operations ceased prior to the development of
regulations addressing the closure of disposal sites, provided that these sites were operated under
applicable permits at the time. If these sites were not operated under applicable permits at the time they
would be considered illegal disposal sites.
What Arethe Problems and Hazar ds Associated with Burn Dumps?
An increasing number of burn dumps are identified in site assessments conducted by the LEAs and the
Cdlifornia Integrated Waste Management Board (IWMB). Laboratory tests of ash from a number of burn
dump sites show that the burning of nonhazardous household or municipa waste tends to concentrate
certain metals to levels that are hazardous under California regulations and, on occasion, federal
regulation. The potential threat from burn ash to public health and safety and the environment may be
minimal if the sites are located in remote, less populated areas of the state where public contact is limited
or nonexistent. However, in heavily developed areas where land is scarce and expensive there is
increasing interest in developing burn dump sites. Before a burn dump site is devel oped the associated
health and environmental risks should be addressed through a waste characterization study as described in
Attachment 1.
Test results indicate the predominant metals of concern in burn ash (i.e., arsenic, beryllium, cadmium,
chromium, copper, mercury, nickel, lead, and zinc) are not readily soluble in water; therefore, not readily
leachable into ground water. However, burn ash does pose arisk if it becomes airborne, is eroded into
surface water, or comes in contact with skin. The potential routes for human exposure to the contaminants
in burn ash are inhalation, ingestion, and direct skin contact. Exposure to contaminants via any of these
routes may result in adverse health effects. Attachment 2 briefly describes the adverse health effects of
the metals most commonly found in burn ash. Burn dump problems and potential hazards result primarily
from:
1. Improper cover contributing to hazardous burn ash becoming airborne and being inhaled by
humans or animals.
2. Inadequate erosion protection contributing to transport of hazardous burn ash into surface waters
and being ingested by humans and animals.
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3. Improper site security alowing human or animal access to areas of hazardous waste and hazards
from direct contact, inhalation, and ingestion.

4. Burn dumps not recorded at the local level alowing construction or other improper land use on or
adjacent to hazardous burn ash and long term thresats to public hedlth and safety and the
environment.

Burn Ash Characterization

The main concern when evauating a burn dump is determining whether or not the burn ash and residues
are hazardous. To determine whether or not a burn ash is hazardous a burn ash characterization study (i.e.,
waste characterization study) is performed. In awaste characterization study burn ash samples are taken
and analyzed using a specified sampling methodology and set of test protocols. Each test protocol
produces its own specific type of information for a given range of conditions. The waste characterization
study is described in Attachment 1.

Who Regulates Burn Dumps?

LEA/IWMB Authority

The authority that allows LEAs and the IWMB to investigate and inspect burn dumpsis contained in
Public Resources Code (PRC) section 44100. This section states in part that:

....the enforcement agency, in issuing or reviewing any solid waste facilities permit or in
connection with any action relating thereto or authorized by this division, may investigate
the operation by any person of a...disposa site....

"Disposal site” is defined in PRC section 40122 which states in part:

"Disposd site” or "site" includes the place, location, tract of land, area, or premisesin
use, intended to be used, or which has been used, for the landfill disposal of solid wastes.

Solid waste is defined in PRC section 40191, which states that solid waste does not include hazardous
waste or low leve radioactive waste regulated under Chapter 7.6 of the Health and Safety Code. When
burn ash is classified as a RCRA hazardous waste the IWMB and LEA do not have the authority to, and
will not, regulate the site, even if the waste was derived from solid waste. However, when burn ash is
classified as a California hazardous waste there are circumstances where the IWMB and LEA may
regulate the burn dump site.

The burn ash a most burn dump sites in California meets the criteria to be classified as a California
hazardous waste. However, because of the limited solubility of burn ash metals in water, the risk posed by
these sites is effectively controlled when afew straightforward precautions are taken. To acknowledge
this reduced risk under specified conditions IWMB and Department of Toxic Substances Control (DTSC)
jointly developed a streamlined, coordinated regulatory approach for burn dump sites outlined in a
memorandum dated March 3, 1995 (Attachment 5). Under this streamlined, coordinated regulatory
approach the LEA and IWMB are given the responsibility to regulate burn dump sites, with limited DTSC
involvement. Out of four scenarios in this streamlined approach DTSC involvement in required in only
the fourth scenario. The approach is described in Attachment 3 and graphically represented in Figures A,
B, C, and D.

Also, under some conditions the owner of a burn dump site may request from DTSC a nonhazardous
determination or a blanket variance for closure. Under this scenario the IWMB and LEA may replace
DTSC as the regulating agency. Thisis explained in more detail in following sections and attachments.
In the event that the waste characterization study demonstrates that the ash does not meet the criteriafor
being classified as a Cdlifornia or RCRA hazardous waste, DTSC involvement in any site activity,
including remova of ash, would not be necessary. If the waste characterization study demonstrates that
the ash contains a non-ash California hazardous waste fraction DTSC should be contacted to determine
how to proceed. However, regardless of whether the ash is hazardous or not, the LEA should coordinate
with the Regional Water Quality Control Board (RWQCB).
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Also, California Code of Regulations, Title 27 (27 CCR) section 21100(d) allows the enforcement agency
to apply closure regulations, on an as needed basis, to closed sites not having approved closure plans and
to illegal or abandoned disposal sites. Section 21100(d) states that:

Closed sites for which closure plans were not approved pursuant to 820164 or 821099,
and illegal or abandoned disposal sites which pose a threat to public health and safety or
the environment shall implement the provisions of these regulations as required by the
EA.

DTSC Authority

If burn ash is classified as a RCRA hazardous waste DTSC is the lead agency and regulates the site in
accordance with California Code of Regulations, Title 22 (22 CCR). If burn ash is classified asa
Cdlifornia hazardous waste DTSC would normally be the lead agency and would regulate the site in
accordance with 22 CCR. However, as discussed above, under some circumstances the authority to
regulate burn dump sitesis given to the LEA and IWMB.

Regional Water Quality Control Board Authority

The RWQCB has authority to regulate burn dumps regardless of whether the waste has been determined
to be hazardous or non-hazardous. Regulations that the RWQCB use to govern burn dump sites are
contained in 27 CCR.

Proposed Changesto Hazardous Waste Regulations

Currently, DTSC is proposing changes to 22 CCR through a process termed the "Regulatory Structure
Update" (RSU). Where most hazardous wastes are now subject to the same management standards DTSC
is proposing to create two hazardous waste tiers based on risk, fully regulated hazardous waste and
specia waste. Thefirst tier is for the higher risk waste streams, which are fully regulated hazardous
wagtes. Thistier is subject to al hazardous waste regulatory requirements. These Tier 1 wastes would be
regulated in the same way al hazardous waste is currently regulated in California. The second lower-risk
tier would be specia wastes. Tier 2 will be a more comprehensively defined waste category that includes
abroader range of wastes. These Tier 2 wastes are lower-risk wastes than those in Tier 1 and have fewer
regulatory requirements. Although special wastes would have fewer requirements there would be no
reduction in protection of public health and safety and the environment. One possible result of DTSC's
RSU on the regulation of burn dump sites may be that some of these sites will fall into alower category
of risk; therefore, regulated at alower level. Once DTSC completes the RSU process this advisory will be
reviewed to determine if a revised/updated advisory is necessary.

What Procedures Should Be Followed to Regulate Burn Dumps?

Since most burn dumps can be classified as closed, illegal, or abandoned sites their identification and
initial assessment should be accomplished using the Site Identification Process (SIP) or similar procedure.
The guidance for the SIP is contained in LEA Advisory Numbers 3 and 9. The assessment in the SIP
would determine whether there is an imminent threat to the environment or public health and safety. Itis
important that at a minimum the investigator evaluates the following:

Degree of burn ash exposure.

Adeguacy of erosion control.

Site security including fencing and signage.

Whether the condition of the property is recorded showing the location of the burn dump,
possible hazardous constituents present, excluded postclosure land uses (PCLU), and procedures
for the development of the property for excluded land uses.

Additiona areas of concern might include burning waste and underground fires.

Once thisinitial assessment has been completed, refer to Attachment 3 to determine the appropriate
procedure to follow for the specific Site. These procedures are intended to provide guidance for properly
remediating burn dump sites.

Because site conditionswill vary, some or part of the proceduresor the level of detail may not be
applicablein all cases. For example, in rura areas where there may be fewer sensitive receptors and a
lower risk to human health and safety a less rigorous waste characterization may be appropriate. In urban

A o
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areas, because of the higher concentration of sensitive receptors and higher human health and safety risks,
amore rigorous waste characterization may be necessary. However, it isimportant that coor dination
occur s between all regulatory agencies to assure that the appropriate mitigation measures are
implemented.

If you should have any questions regarding the regulation of burn dumps please contact the Remediation,
Closure and Technical Services Branch staff person assigned to assist your jurisdiction.

Sincerdly,

Julie Nauman, Acting Deputy Director
Permitting and Enforcement Division
Attachments:

Attachment 1

Characterizing Burn Dumpsin California
Background
Based on severa burn dump investigations California Integrated Waste Management Board (IWMB) staff
have determined that there may be elevated levels or hazardous levels of arsenic, beryllium, cadmium,
chromium, copper, lead, mercury, nickel, and zinc in the soil/ash. Also, low levels of total recoverable
petroleum hydrocarbons and/or low to nondetectable levels of semivolatile organic compounds,
polychlorinated biphenyls (PCB), dioxins, and furans may be present in burn ash. The pH in the burn ash
is expected to range from 6.0 to 9.0. When waste characterization of a burn dump is necessary an
investigation must be performed to delineate the nature and extent of the waste and to determine if the
burn ash is a Resource Conservation and Recovery Act (RCRA) hazardous waste, a non-RCRA
hazardous waste (designated California hazardous waste), or a nonhazardous solid waste. Once the waste
classification is established, the appropriate and effective remediation measures can be determined. To
accomplish this objective the burn ash should be sampled and analyzed using one or more of the testing
protocols describe below.
The IWMB’s Solid Waste Cleanup Program (SWCP) has devel oped a waste characterization
methodology and actively evaluated burn dumps throughout California. The SWCP considers a variety of
factors in assessing burn dumps and recommends the following procedures for the waste characterization.
The components of the waste characterization include:

1. Developing a sampling plan.

2. Performing discrete sampling following a recommended sampling procedure.

3. Analyzing samples using recommended analytical procedures and testing methodologies.

4. Comparing sampling results with regulatory limits.
The use of SWCP's waste characterization methodology is only a recommendation. Depending on site
conditions other city, county, State, or federal agencies may require additiona sampling, anayses, and
assessments.
Waste Characterization M ethodology
Sampling Plan
A sampling plan is necessary to document the procedural and analytical requirements to collect soil
samples to characterize areas of potential contamination from a burn dump. The intent of the planisto
provide the necessary documentation to characterize the burn dump ash. At a minimum the plan should
discuss: site location and background, project purpose, project tasks, methodology, equipment, sampling
procedures and |ocations, decontamination, sample containers and preservation, disposal of residua
materials, analyses of concern, analytical procedures, quality control, chain of custody, and health and
safety issues. The number of samples will vary depending on the size, location, and site conditions.
Sampling Methodol ogy
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The SWCP staff use authoritative discrete sampling to assess the burn ash and surrounding soils.
Authoritative sampling is based on the subjective judgement of the investigator regarding the location of
potential contamination and serves as a valuable investigative tool in ascertaining if a hazardous
substance is or is not present.

Sampling Procedures

The SWCP uses appropriate sampling, collecting, decontamination, and storage techniques. All
environmental samples are sent to a state-certified hazardous waste laboratory for analyses using chain-
of-custody protocols.

Testing Protocols

In awaste characterization study burn ash samples are analyzed using one or more test protocols. Each
test protocol produces its own specific type of information for a given range of conditions.

Four test protocols that are widely used are:

Protocol 1: Totals Test. The "totals test" is a chemical digestion test developed by the Department of
Toxic Substances Control (DTSC) to determine the total amount of a specific constituent in the soil. A
sample is digested chemically to obtain its soluble and insoluble fractions. The total of the soluble and
insoluble fractions of the sample is then compared to the tota threshold limit concentration (TTLC). The
results of the Totals Test are reported in milligrams per kilogram of sample (mg/kg).

Protocol 2: Waste Extraction Test (WET). The WET is aleaching test developed by DTSC. Results of
the WET are compared to the Soluble Threshold Limit Concentration (STLC). The WET determines the
amount of a specific constituent that can be leached from the soil using a solution designed to simulate
landfill leaching. It is therefore a useful test for situations where a soil would be exposed to landfill
leachate, such as disposal of ash together with uncombusted organic wastes in a solid waste landfill.
However, the WET may not be very representative of the conditions at a site where al organic materia
has been completely burned. Because of the aggressive nature of the leaching in this test samples may
exceed the STLC. The results of the WET are reported in milligrams per liter (mg/l).

Protocol 3: Toxicity Characteristic L eaching Procedure (TCLP). The TCLP was developed by the
federal Environmental Protection Agency (U.S. EPA) to determine if awaste is a RCRA waste subject to
regulation under Subtitle C. The TCLP is aleaching procedure that uses a dightly less aggressive
leaching agent than is used by the WET. The TCLP ensures that any volatile constituents present in the
sample are collected and measured. However, few volatile constituents are likely to be found in
completely combusted burn ash. Therefore, when compared to the WET resultsit islikely that TCLP
results will indicate lower metals concentrations and less elevated levels of volatile constituents.
Chromium is one of the few constituents that may be present in higher concentrations in TCLP results
than in WET results. Chromium concentrations are higher because the TCLP results do not differentiate
between the 3+ and 6+ chrome species, but report the two species combined. In contrast, the WET reports
the 3+ and 6+ species separately. The results of the TCLP are reported in milligrams per liter (mg/l).
Temperatures reached during open burning are usually not high enough to completely combust al waste
materias in the burn ash. Therefore, in a worst case situation, incomplete combustion may create dioxins
and other organic compounds.

Protocol 4: Deionized Water Waste Extraction Test (DI WET). The DI WET isused to characterize
the amount of metals that would leach from ash under the conditions most likely to be encountered at
burn dump sites. Thistest is essentialy the same test as the WET, but uses deionized water as the
leaching agent. At most burn dump sites the primary liquid that will come in contact with burn ash is
water, not landfill leachate. Results of tests done on samples of burn ash from a variety of burn dump sites
indicate that very few samples release any metals when tested under the DI WET protocol.

Analytical Procedures

Typicaly, al samples are analyzed for California Assessment Manual (CAM) 17 metals using the Totals
Test procedure by EPA Method 6010/7000 and pH by EPA Method 9040. Samples (i.e., at least three)
with the highest concentration of lead based on the Totals Test are also analyzed for CAM-5 metals using
the WET procedure and RCRA Eight Metals using the TCLP. Also, if the WET results for any other
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meta not in the CAM-5 analysis exceeds 10 times the STLC regulatory level a separate WET analysis for
that metal must be performed. In addition, the IWMB use the highest lead samples and analyze again for
lead using the DI WET extraction procedure. Sampling for PCBs, total recoverable petroleum
hydrocarbons (TRPH), and semi-volatile organic compounds may be necessary if visual observation or
records indicate possible contamination.
At minimum the SWCP staff recommends all soil/ash samples be analyzed for:

CAM 17 Metals (S, As, Ba, Be, Ce, Cr, Co, Cu, Pb, Hg, Mo, Ni, Se, Ag, T, V, Zn) Totals Test,

EPA Method 6010/7471

pH, EPA Method 9040
And the three samples containing the highest lead be analyzed for:

CAM 5 Metals (Cd, Cr, Ni, Pb, Zn), WET, EPA Method 6010

TCLP RCRA Metals (Ag, As, Ba, Cd, Cr, Hg, Pb, Se), EPA Method 1311
Additionaly, the LEA may request the following sampling procedures:

PCBs, EPA Method 8080

Total Recoverable Petroleum Hydrocarbons (TRPH), EPA Method 418.1

Semi-Volatile Organic Compounds, EPA Method 8270

Lead DI-WET, WET, EPA Method 6010
In addition, testing for dioxins and furans may be appropriate if evidence suggests that these congtituents
would likely be present from the type of waste combusted, and/or the site is located in an urban area with
anumber of sengitive receptors nearby and where there is a higher risk to human health and safety.
Regulatory Limits
To characterize the ash, SWCP staff use regulatory limits established from the California Code of
Regulations, Title 22, section 66261.10 et seg. and the Code of Federal Regulations, Title 40, Section
261.24. The sample results are compared to the TTLC and STLC, and the federal RCRA Standards. This
comparison provides the basis for classifying the burn ash as either a RCRA hazardous waste, a non-
RCRA hazardous waste (designated California hazardous waste), or a non-hazardous solid waste. Burn
ash that contains concentrations of metals that exceed the TTLC or STLC limits, or established health
based levels that the DTSC has determined to be protective of human health and the environment, may be
considered hazardous waste as defined in Title 14, California Code of Regulations, section 17225.32. In
addition, wastes that exceed the TCLP concentration limits would be considered a RCRA hazardous
waste.

Examples of Burn Ash Analytical Test Resultsin California

Table 1 shows the highest concentrations from the totals test data of nine common metals found in ash
sampled at 12 sites throughout California. These numbers represent the total amount of certain metals that
are present in the soil. These results show that ash commonly contains lead in excess of the California
standard for hazardous waste, with nickel and zinc also found at elevated levels. Some of the tested sites
also showed elevated levels of arsenic and chromium.

Table 2 compares the results of testing of a single sample using the Totals Test, WET, TCLP, and DI
WET test protocols. Samples tested under the Totals Test protocol that exceed the TTLC hazardous
threshold for lead also will likely exceed the STLC hazardous threshold for lead. However, a sample
tested under the TCLP protocol, with its less aggressive leaching agent, will probably not exceed the
hazardous threshold concentration associated with the TCLP test. If the sample is tested under the DI
WET protocol the sample again probably will not exceed the STLC hazardous threshold concentration
limits.
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Tablel

Summary of Highest Totals Test Values of Selected Metals at Burn Dump Siteswithin California
Compared to TTLC Limits

(Concentrations in excess of DTSC hazardous waste levels shown in bold italics)

(NA = Not Available; ND = Non Detected)

Site Name As Be Cd Cu Cr Hg Ni Pb Zn
(mg/ | (mg/ | (mg/ | (mg/ | (mg/ | (mg/ | (mg/ | (mg/ | (mg/
kg) Ikg) kg Jkg Jkg) |kg Jkg) Jkg |kg)

Amador City Burn Dump 220 077 |79 1260 | 101 12 102 2180 || 2240

Davenport Burn Dump 18 041 |24 502 81 142 | 104 1310 || 1970

Drum Canyon Burn Dump 204 240 |22 670 53 3.6 81 2830 || 2620

(Old)Grass Vdley Burn 16 19 2300 | ND 2100 | 4900 | 200

Dump

Humbol dt Road Disposal NA NA NA NA NA 4920 | NA

Ste

Los Banos Bottle 19.6 7.8 96.8 || NA NA 3750 || 2200

Dump/Mercey Springs Road

Burn Dump Site

Morro Bay Burn Dump 14 0.73 | 16 504 115 020 | 217 6080 || 1790

Mountain Meadows Illegal 175 3.9 86 |15 83.7 || 1110 || 3320

Disposd Site

Nevada City Burn Dump (A) | NA 12 73 NA 20 2200 | 5500

Nevada City Burn Dump (B) | ND 111 708 |061 |399 |1904 | 3040

Tehachapi Burn Dump #2 7.1 NA 269 | <01 |119 |16.7 | NA

Wilder Ranch Burn Dump 1420 | 032 |12.0 |49 9% 0.09 | 19 779 5410

Hazar dous Waste L evel 500 |75 75 2500 | 2500 | 20 2000 | 1000 | 5000

TTLC
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Table?2
Comparsion of Burn Dump Ash Test Results
Lead Cadmium (Cd) Arsenic (As) Mercury (Hg) SAMPLE
(Pb)
Site Name TTLC|STLC[TCLP| DI [TTLC|STLC[TCLP| DI |TTLC[STLC|TCLP [ DI |TTLC[STLC| DI D
WET WET WET WET
Hazardous Threshold | 1000 | 5 5 100 1 1 500 5 5 20 2
Level
JAmador City Burn 2180 | 26 0077 | 79 0.35 133 0.32 S3
Dump
1490 14 0.11 6.5 0.27 155 12 =
Drum CanyonBurn | 2830 | 74 0.23 18 0.33 ND | 204 0.09 2AS
Dump
1660 | 248 ND 22 0.42 ND 23 0.45 3AS
966 50 0.15 12 0.42 0.07| 10 36 4AS
95 | 0.82 DCASH1
61 4.2 DCASH2
84 | 0.89 DCASH3
(Old) Grass Valley | 4900 19 16 ND E-1
Burn Dump (2/1192)
2980 | 51 12 ND 14 ND ND ND E-2
(2/111/92)
Humboldt Road Burn| 4620 | 104 #2
Dump
4920 | 51.9 #F2
4390 <0.50 #K2-1
Los Banos Bottle 1160 <05 | 0017 | 59 0.059 |<0.00f 14.2 <0.5 |<0.00 PRS*
Dump/ Mercey 5 5
Springs Road Dump
1950 0035 | 56 <0.00| 19.6 <0.00 MSRBD**
5 5
Hanford School Site | 240 | 33 1 4 0.3 B-3@1FT |
280 41 ND 2 0.2 LA -3@1_FI'“
430 | 10 ND 4 05 B5@IFT |
Lead Cadmi Arseni Mercur SAMPLE
(Pb) um C(A9) y (Hg)
(Cd)
Site Name TTLC|STLC|TCLP | DI |TTLC|STLC|TCLP | DI |TTLC|STLC|TCLP | DI |TTLC|STLC| DI ID
WET WET WET WET
Morro Bay Burn 6080 | 605 ND 16 14 0.12 1-BA
Dump
1170 46 ND 16 14 0.2 2-BA
Nevada City Burn 1904 11.12 ND 0.61 NCM10
Dump
1000 6.12 ND 0.34 NCM8
TTLC = mg/kg
STLC, TCLP, DI WET =mg/L
ND = below detection limit
* Composite of 18040, 180421, 18042, 18043
** Composite of 18044, 18045, 18046, 18047
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Attachment 2

Health Effects of Seven Metals Commonly Found in Burn Ash*

Arsenic (As)

Arsenic islisted by the Environmental Protection Agency (EPA) as one of 129 priority pollutants.
Arsenic is aso listed among the 25 hazardous substances thought to pose the most significant potential
threat to human health at priority superfund sites.

Potential Hazards to Fish, Wildlife, and Other Non-Human Biota: Plants can take up arsenicin a
variety of ways, including from fly ash, dudge, and by manure dumped on the land. However, it has been
found that the edible portions of plants grown on contaminated sources seldom accumulate dangerous
levels of arsenic. Animals are generally less senstive to arsenic than plants. Arsenic is one of the most
toxic elements to fish.

Potential Hazards to Humans: Arsenic has long been a concern to man because small amounts can be
toxic to humans. Relatively high doses of arsenic have been reported to cause bone marrow suppression
in humans. Inorganic arsenic in high amounts has been known for centuries as a fast acting human poison.
Brief Summary of Carcinogenicity/Cancer Information: Arsenic is often thought of as a carcinogenic
priority pollutant. Recent reviews indicate arsenic has been implicated in numerous types of cancer,
including skin, bladder, kidney, liver, prostate, and nasal cavity.

Brief Summary of Developmental, Reproductive, Endocrine, and Genotoxicity Information: Recent
reviews indicate arsenic has been associated with genotoxic, fetotoxic, mutagenic, and teratogenic
impacts. Arsenic does not seem to directly impact DNA but may inhibit some DNA repair.

Beryllium (Be)

Beryllium is listed by the EPA as one of 129 priority pollutants, and is considered one of the 14 most
noxious heavy metals.

General Hazard/Toxicity Summary: All beryllium compounds are potentially harmful or toxic. However,
the probability of beryllium occurring at significantly toxic levels in ambient natural waters is minimal.
Potential Hazardsto Fish, Wildlife, and Other Non-Human Biota: In those casesin which it is el evated
in water beryllium is extremely toxic to warm water fish in soft water.

Potential Effects of Beryllium Upon Humans: Human impacts of beryllium include severe lung
inflammation. Acute exposure to high concentrations of the more soluble compounds of beryllium can
cause chemica pneumonitis, the symptoms of which include cough, substerna burning, shortness of
breath, anorexia, and increasing fatigue.

Brief Summary of Carcinogenicity/Cancer Information: Beryllium isa Class B2 carcinogen, (i.e., a
probable human carcinogen). Beryllium has been shown to induce lung cancer viainhalation in rats and
monkeys and to induce osteosarcomas in rabbits.

1 Information in Attachment 2 was compiled from the following document taken from web site address:
www.agd.nps.gov/toxic/list.html Environmental Contaminants Encyclopedia, July 1, 1997, Roy J. Irwin, National
Park Service

Brief Summary of Developmental, Reproductive, Endocrine and Genotoxicity I nformation: Beryllium
has been shown to be teratogenic in snails, and to cause developmental problems in salamanders. Impacts
on humans are unknown.

Cadmium (Cd)

Cadmium islisted by the EPA as one of 129 priority pollutants. Cadmium is aso listed among the 25
hazardous substances thought to pose the most significant potential threat to human health at priority
superfund sites.
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General Hazard/Toxicity Summary: Cadmium ions are extremely poisonous; their action is similar to
those of mercury. Cadmium acts as a cumulative poison. All cadmium compounds are potentially harmful
or toxic.

Potential Hazards to Fish, Wildlife, and Other Non-Human Biota: Cadmium isvery toxic to avariety
of species of fish and wildlife. Cadmium causes behavior, growth, and physiological problems in aquatic
life at sublethal concentrations. Cadmium is the only metal that clearly accumulates with increasing age
of the animal, and the kidneys are the preferred site of cadmium accumulation.

Potential Effects of Cadmium Upon Humans: All cadmium compounds are potentially harmful or toxic.
It has been implicated as a cause of human deaths. Kidney and/or liver damage have followed respiratory
exposures in industry. Inhalation of cadmium dusts, salts, and fumes over a number of years can cause
kidney and bone marrow diseases and emphysema.

Brief Summary of Carcinogenicity/Cancer Information: Cadmium islisted by EPA asaClass B1
carcinogen (i.e., a probable human carcinogen by inhaation).

Brief Summary of Developmental, Reproductive, Endocrine and Genotoxicity Information: Cadmium is
listed as having some endocrine disruptive activities. Cadmium has been shown to cause birth defectsin
mammals.

Chromium, General (Cr)

Chromium (Cr) is listed by the EPA as one of 129 priority pollutants. Chromium is considered one of the
14 most noxious heavy metals. Chromium is aso listed among the 25 hazardous substances thought to
pose the most significant potentia threat to human health at priority superfund sites.

General Hazard/Toxicity Summary: The EPA regards al chromium compounds as toxic. Hexavaent
chromium causes cellular damage viaiits role as a strong oxidizing agent, whereas trivalent chromium can
inhibit various enzyme systems or react with organic molecules.

Potential Hazardsto Fish, Wildlife, and Other Non-Human Biota: In plants chromium interferes with
uptake trand ocation and accumulation by plant tops of calcium, potassium, magnesium, phosphorus,
boron, copper, and aggravates iron deficiency chlorosis by interfering with iron metabolism. In
mammalian species chromium is considered one of the least toxic trace elements, as norma stomach pH
converts hexavalent chromium to trivalent chromium.

Potential Hazards to Humans: Hexavalent chromium is associated with cancer risk and kidney damage.
Certain hexavaent chromium compounds when administered viainhalation at high doses have the
potential to induce lung tumors in humans and experimental animals. However, at low levels of exposure
hexavalent chromium ions are reduced in humans bodily.

Brief Summary of Carcinogenicity/Cancer Information: Chromium in generd is listed by EPA asa
Class A human carcinogen. Some salts of chromium are carcinogenic and humans exposed to chromium
fumes have an increased risk for lung cancer.

Brief Summary of Developmental, Reproductive, Endocrine, and Genotoxicity | nformation:
Hexavalent chromium is associated with cancer risk and kidney damage, and may cause damage to DNA
and many other tissue structures.

Copper (Cu)

Copper is listed by the EPA as one of 129 priority pollutants.

General Hazard/Toxicity Summary: Although copper in water is a hazard to many aquatic organisms
minute amounts of copper in the diet are needed for human, plant, and animal enzymes.

Potential Hazardsto Fish, Wildlife, and Other Non-Human Biota: Elevated concentrations of copper in
water are particularly toxic to many species of algae, bacilli, fungi, crustaceans, annelids, cyprinids, and
samonids. Most adult fish are able to tolerate relatively high concentrations of copper for short periods of
time. The critical effect of copper isits greater toxicity to younger fish.

Potential Hazards to Humans: Copper poisoning or deficiency problems are rare in humans.

Brief Summary of Carcinogenicity/Cancer Information: Copper is not classifiable as to human
carcinogenicity. There isinadequate animal carcinogenicity data on copper.
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Brief Summary of Developmental, Reproductive, Endocrine, and Genotoxicity | nformation:
Reproductive effects on animals are noted at low levels of copper. Incubation of human spermatozoa with
metallic copper is found to bring about a significant fall in the percentage of motile sperm in humans.
Lead (Pb)

Lead is listed by the EPA as one of 129 priority pollutants. Lead is also listed among the 25 hazardous
substances thought to pose the most significant potentia threat to human health at priority superfund
Sites.

General Hazard/Toxicity Summary: All measured effects of lead on living organisms are adverse,
including those related to survival, growth, learning, reproduction, development, behavior, and
metabolism.

Potential Hazards to Fish, Wildlife, and Other Non-Human Biota: Lead is a heavy metd that is very
toxic to aguatic organisms, especidly fish. In fish lead deposits in active calcification areas such as scales,
fin rays, vertebrae, and opercula. In vertebrates subletha lead poisoning is characterized by neurological
problems, kidney dysfunction, enzyme inhibition, and anemia.

Potential Hazards to Humans: Lead poisoning is particularly dangerous in young children (who may
ingest lead by eating lead-containing chips of paint); it may result in anorexia and--in severe cases-
permanent brain damage. Women in the workplace are more likely to experience adverse effects from
lead exposure than men because their hematopoietic system is more lead sensitive than men's.

Brief Summary of Carcinogenicity/Cancer Information: Lead islisted by EPA as a Class B2
carcinogen. There is sufficient evidence to be classed as an animal carcinogen.
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Brief Summary of Developmental, Reproductive, Endocrine, and Genotoxicity Information: Adverse
effects of lead on living organisms include those negatively affecting reproduction and development.
Effects of sublethal concentrations of lead include delayed embryonic devel opment, suppressed
reproduction, inhibition of growth, and fin erosion.

Mercury (HQ)

Mercury is listed by the EPA as one of 129 priority pollutants.

General Hazard/Toxicity Summary: Major sources to atmosphere include incineration of municipa
waste, landfills, Comprehensive Environmental Response, Compensation, and Liability Act (CERCLA)
and Resource Conservation and Recovery Act (RCRA) sites, sewage sludge burning, and medical waste
incinerators.

Potential Hazards to Fish, Wildlife, I nvertebrates, Plants, and Other Non-Human Biota: Mercury is
one of the few metals which strongly bioconcentrates and biomagnifies and has only harmful effects with
no useful physiologica functions when present in fish and wildlife. The most sensitive target of low-leve
exposure to metallic or organic mercury following short- or long-term exposures appear to be the nervous
system. The most sensitive target of low-level exposure to inorganic mercury appears to be the kidneys.
Potential Hazards to Humans: Human exposure to methyl mercury is amost entirely due to
consumption of fish. Potential impacts to human health are real and potentially great. Mercury depositsin
human kidneys may lead to rend failure. Children and persons with a history of alergies or known
sengitization to mercury, chronic respiratory disease, nervous system disorders, or kidney disorders are at
increased risk to mercury poisoning. Many mercury compounds are irritating to skin and may produce
dermatitis with or without vesication. Contact with eyes cause ulceration of conjunctiva and cornea.
Mercury deposits in the brain cause many disorders and sometimes dementia in humans.

Brief Summary of Carcinogenicity/Cancer Information: Mercury is not classifiable as to human
carcinogenicity, based on inadequate human and animal data.

Brief Summary of Developmental, Reproductive, Endocrine, and Genotoxicity | nformation: Methyl
mercury can denature DNA and can otherwise interact with both DNA and RNA to ater their structures.
Nickel (Ni)

Nicke is listed by the EPA as one of 129 priority pollutants, and is considered to be one of the 14 most
noxious heavy metas. Nickel is aso listed among the 25 hazardous substances thought to pose the most
significant potential threat to human health at priority superfund sites.

General Hazard/Toxicity Summary: Low absorption from the Gl tract causes nickel compounds to be
essentially nontoxic after ingestion.

Potential Hazards to Fish, Wildlife, Invertebrates, Plants, or Other Non-Human Biota: Mixtures of
nickel, copper, and zinc produced additive toxicity effects on rainbow trout.

Potential Hazards to Humans: Nickd is toxic to humans as a dust or powder. The organs that are
affected by exposure to nickel, metal, and soluble compounds (as Ni) are nasal cavities, lungs, and skin.
Brief Summary of Carcinogenicity/Cancer Information: Nickel, in generd, is not considered a
carcinogen.
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Brief Summary of Developmental, Reproductive, Endocrine, and Genotoxicity Information: Study
results indicate that nickd is a developmental toxicant in animals, but it is not known whether
occupational or environmenta exposure to nickel could result in developmental effects in humans.
Zinc (Zn)

Zinc islisted by the EPA as one of 129 priority pollutants.

General Hazard/Toxicity Summary: Zinc in low to moderate amounts is of very low toxicity in its
ordinary compounds and in low concentrations is an essential element in plant and animal life.
Potential Hazards to Fish, Wildlife, | nvertebrates, Plants, or Other Non-Human Biota: Elevated
concentrations of zinc in water are particularly toxic to many species of algae, crustaceans, and
salmonids. In mammals excess zinc can cause copper deficiencies, affect iron metabolism, and interact
with the chemical dynamics of lead and drugs.

Potential Hazards to Humans: In humans, prolonged excessive dietary intake of zinc can lead to
deficiencies in iron and copper, nausea, vomiting, fever, headache, tiredness, and abdominal pain. Zinc is
a human skin irritant.

Brief Summary of Carcinogenicity/Cancer Information: There are no reports on the possible
carcinogenicity of zinc and compounds per se in humans.

Brief Summary of Developmental, Reproductive, Endocrine, and Genotoxicity Information: The risk
associated with maternal ingestion of large amounts of zinc in human pregnancy is unknown.
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Attachment 3

Proceduresto Follow When Remediating Burn Dumps
The four scenarios that will typically be encountered when regulating burn dumps are:
5. Minima action required.
6. Leaveburnashin place and cap.
7. Consolidate burn ash on site or on another adjacent parcel that already contains burn ash and cap.
8. Clean closure of the burn dump site.
Scenario 1, Minimal Action Required
(Refer to Figure A, "Leave Ash in Place with Minimal Action Required")
Under this scenario a determination is made through the Site Investigation Process (SIP) that at the Sitein
guestion there is no exposed burn ash, no proposed postclosure land use (PCLU), and that the current land
use does not pose an immediate threat to public health and safety and the environment. If the siteis
located in an areathat is accessible to the public the owner may be required to fence and post the site to
limit access and to warn the public that a burn dump is present. For sites that fit this scenario there would
likely be no other mitigation measures or actions proposed for managing the burn ash at the site. The
procedure shown on Figure A would then be followed.
Generdly, waste characterization will not be required for sites under this scenario because there are no
proposed actions at the site. In the future, if site conditions were to change (e.g., erosion of the cover or
PCLU), waste characterization may be warranted.
The primary concerns for sites that fit this scenario are changes in site conditions that might pose a threat
to public health and safety and the environment or changes in land use. The following actions can be
taken to identify and minimize the risk of such changes:
- A determination should be made of whether erosion control is needed to protect the cover at the
site.
If it has not already been done the Local Enforcement Agency (LEA) should determine whether
the owner should provide site security and limit public access by fencing the site and posting a
sign warning the public that a burn dump is present. This determination should be based on
current relative risk to human health and safety and the environment (e.g., increase in adjacent
population).
The owner should be notified in writing by the LEA that future development of the property will
be subject to the PCLU requirements contained in Caifornia Code of
Regulations, Title 27 (27 CCR), section 21190 and that any proposed change in land use must be
approved by the appropriate regulatory agencies.
A deed natification or restriction should be placed on the title of the property to limit the types of
PCLU that are alowed on the site and to also notify the appropriate agencieswhen aPCLU is
being proposed for construction on the site. A deed redtriction will also notify prospective buyers
that the property contains a burn dump and the buyer will assume al responsibility for managing
it should they purchase the property. Lastly, it would require that the owner notify the LEA of
changes in ownership. The procedure to follow in recording atypical deed restriction for a burn
dump is contained in Attachment 4..
Scenario 2, Leave Burn Ash in Place and Cap
(Refer to Figure B, "Leave Ashin Place and Cap")
Under this scenario it has been determined through the SIP process that there is exposed burn ash o
potential exposure of burn ash at the site in question but no proposed PCLU. The primary human health
threat associated with burn dump sites under this scenario is exposure through direct contact with the burn
ash or exposure to windblown particulates that have been contaminated with burn ash. Therefore, the best
mitigation might be to smply cap the exposed burn ash. The procedure shown on Figure B should be
followed to mitigate the sites that fit this scenario.
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The first step under this scenario is to determine whether the site poses an immediate threat to public
health and safety and the environment. To determine the immediate threat to public health and safety and
the environment the owner is required to perform waste characterization on the burn ash meteria. To
ensure a proper waste characterization the owner should submit a waste characterization workplan to the
LEA for approval. Waste characterization is necessary to define the limits of the waste and to determine
whether the waste is hazardous. This information will ensure that al exposed burn ash is properly capped
and that appropriate measures are incorporated into the site health and safety plan and properly
implemented during the capping activities.

A waste characterization of the burn ash will likely show that it is a hazardous waste and would therefore
be subject to the hazardous waste regulations and Department of Toxic Substances Control (DTSC)
oversight and approval. However, in a memorandum dated March 3, 1995, DTSC datesthat if thereis no
active management of the burn ash materid (i.e., the burn ash will be left in place and capped) the
"...regulations regarding the management of hazardous waste do not apply". In other words, DTSC does
not require that the owner of the burn dump site abtain DTSC approval of on-site activities to consolidate
and cover the ash, nor is the owner required to obtain a DTSC variance in order for the LEA to oversee
these capping activities.

It should be noted that even though DTSC has made the policy decision that the burn ash does not need to
be managed as a hazardous waste under this scenario, the LEA must still make the necessary notifications
as required under the Safe Drinking Water & Toxic Enforcement Act of 1986 (Proposition 65), Health
and Safety Code sections 25249.5 et. seq.

In the event that the analyses show that the burn ash cannot be classified as a hazardous waste DTSC
coordination would not be necessary. Regardless of whether the waste is hazardous or not, the LEA
should coordinate with the Regional Water Quality Control Board (RWQCB).

After the burn dump siteis capped (e.g., covered with two feet of compacted earthen material) the owner
should provide site security (e.g., fencing and posting the area where burn ash remains). Thiswill limit
public access to the site.

Next, a deed notification or restriction should be placed on the title of the property to limit the types of
PCLU that can be constructed on the site and to aso notify the appropriate agencies when aPCLU is
being proposed for construction on the site. It will aso notify any prospective buyers that the property
contains a burn dump and the buyer will assume al responsibility for managing it should they purchase
the property. Lastly, it would require that the owner notify the LEA of changesin ownership. The
procedure to follow in recording atypical deed restriction for a burn dump is contained in Attachment 4.
Lastly, the LEA should notify DTSC of the location and actions taken at the burn dump site and should
aso continue to monitor the site for illegal dumping, PCLU, or erosion of the cap.

Scenario 3, Consolidate Burn Ash on Site or on a Contiguous Parcel That Already Contains Burn
Ash

(Refer to Figure C, "Consolidate Ash, Either On Ste or on a Contiguous Parcel that Already Contains
Ash")

Under this scenario there are multiple burn dump sites on one property or the burn ash is shalow and
Spread over alarge area. There may or may not be exposed burn ash on the site. There is no existing or
proposed PCLU that would pose a threat to public health and safety and environment. Under these
conditions one possible mitigation would be to consolidate these sites into fewer sites or even one site.
The primary human health threat associated with burn dump sitesis exposure through direct contact with
the burn ash or exposure to windblown particulates that have been contaminated with burn ash. Therefore,
appropriate health and safety measures should be implemented during excavation and movement of the
burn ash material. If the owner does not want to develop the property the site can be remediated in place
and maintained by the owner. The procedure shown on Figure C should be followed.

Because the burn ash will be excavated and moved under this scenario a waste characterization is
necessary to define the limits of the waste and to determine whether the waste is hazardous. This
information will ensure that 1) al exposed burn ash is identified and properly capped, and 2) appropriate
measures are incorporated into the site health and safety plan and are properly implemented.
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A waste characterization of the burn ash will likely show that it is a hazardous waste. However, as long as
the burn ash material is only moved and consolidated on site or onto a contiguous pre-contaminated
parcel DTSC would not consider this active management of hazardous waste. Therefore, the hazardous
waste regulations would not apply under this scenario and the LEA could use 27 CCR regulations to
regulate these sites. As stated previoudly in Scenario 2 the LEA must still make the necessary
notifications as required under Proposition 65.

Since excavation of the burn ash will occur during the consolidation of the burn dump sites, the
excavation activities should follow guidance contained in LEA Advisory Number 26, Excavation Permit.
Lastly, the purpose of consolidation of one or more burn dumps is clean closure of the portions of the site
from which burn ash is removed. Therefore, guidance contained in LEA Advisory Number 16, Clean
Closure, is recommended to be followed to ensure that the clean closure is complete and documented.
Once the consolidation activities are complete the burn ash can be covered with at least two feet of
earthen material and graded to drain. If the finished grades are relatively steep the owner should provide
erosion protection. In many cases more than two feet of cover material are necessary. The owner should
also provide confirmation sampling of the "clean closed" areas to verify all burn ash materials have been
removed.

After the burn ash is capped the owner should provide site security to limit public access (e.g., fencing
and posting the area where burn ash remains).

Next, a deed notification or restriction should be placed on the title of the property to limit the types of
PCLU that can be constructed on the site and to aso notify the appropriate agencies when aPCLU is
being proposed for construction on the site. The deed notification or restriction will also notify any
prospective buyers that the property contains a burn dump and the buyer will assume al responsibility for
managing it should they purchase the property. It would require that the owner notify the LEA of changes
in ownership. The procedure to follow in recording a typical deed restriction for aburn dump is contained
in Attachment 4.

Lastly, the LEA should notify DTSC of the location and actions taken at the site and they should aso
continue to monitor the site for illegal dumping, PCLU, or erosion of the cap.

Scenario 4, Clean Closure

(Refer to Figure D, "Clean Closure for a Ste that Contains Ash™)

Under this scenario the burn dump site, or a portion of the site if consolidation has occurred, will be clean
closed. Thismeans that all the burn ash at the site is removed and transported off-Site to an appropriate
disposal site.

The primary human health threat associated with burn dump sites is exposure through direct contact with
the burn ash or exposure to windblown particul ates that have been contaminated with burn ash. Therefore,
appropriate health and safety measures should be implemented during excavation of the ash material. The
procedure shown on Figure D should be followed for sites that fit this scenario.

Since the burn ash will be excavated and moved waste characterization is necessary to determine the
proper disposal site for the burn ash and to aso ensure that appropriate measures are incorporated into a
health and safety plan and properly implemented during the excavation of the burn ash material.

A waste characterization of the burn ash will likely show that it is a hazardous waste. But as long as the
waste is not a Resource Conservation and Recovery Act (RCRA) hazardous waste and passes the
Deionized Water Waste Extraction Test (DI WET) it can be regulated using 27 CCR regulations.
However, the LEA must still make the necessary notifications as required under Proposition 65. Also, as
stated in a memorandum dated March 3, 1995, DTSC must first issue a variance for the burn ash before it
is dlowed to be disposed of at a non-Class | disposal facility.

Guidance contained in LEA Advisory Number 16, Clean Closure, should be followed to ensure clean
closure is complete and documented.

Also, once clean closure of the burn dump site is achieved and certified clean by the LEA, DTSC, and the
RWQCB the owner would be free to develop the site without any additional land use restrictions or
postclosure maintenance requirements.
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Figure A
June 29,1998

Leave Ash in Place with Minimal Action Required

Ash identified during Site
Investigation Process (SIF)

Motify RYWQCE

Provide erosion
contral

¥

Fence and Post

Hecard a deed
restriction-exclude
some postelosure land
uses

1F_
Monitor

Puostclosure
Land Use

Notify DTSC & RWQCE of action;
include survey description of
waste location

Notes:

= Mo Characterization required since there is no exposed ash

-The initial CEQA decument, if necessary, will be drafied either to reflect burn ash remediation, ifburn ash is known to be on
site, or to incorporate the possihility that burn ash may be discovered during remediation activities.

= The health and safety plan for the remediation will he drafted either io reflect appropriate precautions for burn ash handling,
ifburn ash is known to be on site, or will be revised to incorporate appropriate precautions once burn ash is discovered.

- The intended PCLU is nonirrigated open space. If another PCLU is intended, the site owner must notify the regulatory
agencies (DTSC, RWQCH, and LEA).
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Figure B

Leave Ash in Place and Cap July 3, 1998

Ash identified during Site
Irvestigation Process (SIP)
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characterization to EA
far approval

¥
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‘
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!
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l

Maonitar Postclosure
Land Use

!

Notify DTSC & RWQCE of action;
include survey description of waste
location

Owner conduct
waste
characterization

Notes:

-The initial CEQA document, if necessary, will he drafted either to reflect burn ash remediation, if burn ash is known
he on site, or to incorporate the possihility that burn ash may he discovered during remediation activities.

-The health and safety plan for the remediation will be drafted either to reflect appropriate precautions for burn ash
handling, if burn ash is known to be on site, or will be revised to incorporate appropriate precautions once burn ash i
discovered.

-The intended postclosure land use is nonirrigated open space. Ifanother PCLU is intended, the site owner must no
the regulatory agencies (DTSC, RWOQCE, and LEA).
-The LEA will perform Proposition 65 notification on receipt of TTLC, STLC, or TCLP results, if necessary.

A3-0
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Figure C
Consolidate Ash, Either on Site oron a
Contiguous Parcel that Already Contains Ash

July, 3, 1998
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¥
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over consolidated ash and provide
erasian contral
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Record a deed
restriction - exclude
some postolosure
land uses

“'_
Monitor

Postclosure
Land Use

l

Notify DTSC & RWQCE of
action; include survey
description of waste location

Notes:
-The initial CEQA document, if necessary, will e drafted either to reflect burn ash remediation, if burn ash
is known to he on site, or to incorporate the possihility that hurn ash may be discovered during remediation
activities.

- The health and safety plan for the remediation will he drafted either to reflect appropriate precautions for
burn ash handling, if burn ash is known to be on site, or will be revised to incorporate appropriate

precautions once burn ash is discovered.

- The intended postclosure land use is nonirrigated open space. If another PCLU is intended, the site owner

must notify the regulatory agencies (DTSC, RWQCR, and LEA).
- The LEA will perform Proposition 65 notification on receipt of TTLC, STLC, or TCLP results, if necessary.

A3-7
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Figure D July 3, 1998

Clean Closure for a site that contains ash
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RWQCE: no further
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Notes:

-The initial CEQA document, if necessary, will he drafted either to reflect burn ash remediation, if burn ash is
knovm to be on site, or to incorporate the possihility that burn ash may be discovered during remediation

activities.

-The health and safety plan for the remediation will be drafted either to reflect appropriate precautions for
burn ash handling, if burn ash is known to be on site, or will be revised to incorporate appropriate precautions

once burn ash is discovered.
-The LEA will perform Proposition 65 notification on receipt of TTLC, STLC, or TCLP results, if necessary.

A3-8
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Attachment 4

Recording Deed Restrictions for Burn Dumps Remediated in Place
Section 25220 of the Health and Safety Code is used by the Department of Toxic Substances Control
(DTSC) for recording restrictions for hazardous waste sites and section 21170 of Title 27 of the Cadifornia
Code of Regulations (27 CCR) is used by Local Enforcement Agencies (LEA) for recording deed
restrictions for landfills. Based on procedures in these sections and the procedures contained in this
advisory the following guidelines have been developed for remediation of burn dumpsin place and
recording deed restrictions.
Sitel nvestlganon
Obtain the assessor’s parcel number, address, legal description of the parcel, owner’s name and
address, and a boundary survey map.
Determine the extent, thickness, and constituents of the burn ash. (Use existing investigations
and/or perform field surveying, drilling, sampling and analysis.)
Prepare a record map that includes boundary survey information (or modify the existing boundary
survey map). Map scale should not be more than 1"=200". Show the existing areas of burn ash
tied to property boundaries and provide topographical/drainage information on and around the
Site needed to estimate grading and construction permit requirements.
Note the assessor’s parcel number on the record map.
Incorporate the above information and map in the Site Investigation Report.
Constructlon Completion
- Update the Record Map to show the as-built location of the burn ash tied to property boundaries,
type and thickness of the soil cover, final topography and drainage (including new/modified
drainage structures), fencing plan and type, and other pertinent details.
Include on the Record Map the date of remediation and a brief summary of remediation
performed (e.g., tons of solid waste recycled or landfilled, description of burn dump remediation,
erosion control, and fencing).
Make known on the Record Map the hazardous properties of the burn ash and the postclosure
land use (PCLU) restrictions necessary to maintain the integrity of the soil cover. For example,
the following language might be used if the burn ash is classified as a hazardous waste:

The covered burn ash contains metal substances classified as hazardous
in California Code of Regulations, Title 22 (see[fill in the name of the
Report] dated [fill in the date] for laboratory analysis of burn ash).
Postclosure land use shall be restricted to activities that will not result in
penetration of the soil cover or exposure of the burn ash (e.g., non-
irrigated open space), and shall exclude construction of buildings and
structures over the burn dump area. Proposed land uses that violate these
restrictions shall require the proponent to apply to the [fill in the name of
the Local Enforcement Agency] for removal of land use restrictions, and
to the Department of Toxic Substances Control for a variance or removal
of land use restrictions pursuant to section 25233 or 25234 of the
Cdlifornia Health and Safety Code.

If the burn ash is classified as a non-hazardous waste the following language might be used:

The covered burn ash contains metal substances classified as non-
hazardous in Cdifornia Code of Regulations, Title 22 (see[fill in the
name of the Report] dated [fill in the date] for laboratory analysis of burn
ash). Postclosure land use shall be restricted to activities that will not
result in penetration of the soil cover or exposure of the burn ash (e.g.,
non-irrigated open space), and shall exclude construction of buildings
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and structures over the burn dump area. Proposed land uses that violate
these redtrictions shall require the proponent to apply to the [fill in the
name of the Local Enforcement Agency] for aremova of land use
restrictions.

Notify the appropriate city/county planning and building department to file the Record Map and
require any proponent requesting aland use differing from the filed PCLU to apply to DTSC.
Include a copy of the notification to the Planning and Building Department and the Record Map
in the Construction Completion Report.
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Attachment 5
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IV. INTERIM GUIDANCE ON REQUIRED CLEANUP AT LOW RISK FUEL
CONTAMINATED SITES, APRIL 1, 1996
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STATE OF CALIFORMLA - CALIFORNLA ENVIRORMENTAL PROTECTION AGENCY PETE WILSON. oo

[ E R R R R R R R R R E R R N R R R R R R R R R R R R R R R N R F R R R
[E RS EE RN RN E RN RN ]

CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN DIEGO REGION

BT CLAFEMONT MESA BOULEWVARD, SUITE &
Nﬂﬁﬁuﬁwmﬂﬂ

To: UST Local Oversight Program Agencies and Other Interested Parties Overseeing UST
Cleanup

Subject: Regional Board Supplemental Instructions to State Water Board December 8,
1995, Interim Guidance on Required Cleanup at Low-Risk Fuoel
Contaminated Sites (Replaces February 29, 1996 version)

This supplemental guidance is intended for the regulatory and technical andience' to expand on
the interim guidance provided in the December 8, 1995, letter from Mr. Walt Pettit, Executive
Director of the State Water Resources Control Board regarding the findings of the report entitled
"Recommendations to Improve the Cleanup Process for California’s Leaking Underground Fuel
Tanks (LUFTs)" issued by the Lawrence Livermore National Laboratory (LLNL). Mr. Pettit's
letter urges cleanup agencies to procesd agpressively to close low risk soil only cases and not to
require active remediation of low risk groundwater cases.

The LLNL report conclodes that natural sttensation of petroleum is an important factor in
stabilizing plumes and may be the only remedial activity necessary in the absence of the source.
After a review of existing literatore, white papers submitted to the SB1764 committee, and a
study of selected UST leak cases primarily from Coastal Range sedimentary or valley allavium
hydrogeochemical provinces, the LLNL report found that petroleum plumes tend to stabilize close
to the source, generally occur in shallow groundwater and rarely impact drinking water wells in
the state,

It is in light of these findings and the "lessons learned” over the past ten years in San Diego
Region that the attached supplemental Interim Guidance was developed. This interim guidance
document describes what constitutes a “low risk soils only case”™ and "low risk groundwater case”.
Strategies are presented for closing "low risk soil only cases” and managing "low risk
groundwater impact cases” through natural attenuation as the preferred remedial alternative.

These two classes of sites, Jow risk soils and low risk ground water, are not intended to include
the whole universe of petroleum contaminated sites. There are higher risk sites that may require
responsibility still ies with the responsible party for investigation of the subsurface to gather the
data necessary to make these decisions. [t remains the responsibility of the regulator to request
that information which is required to make the necessary regulatory decisions regarding the site.

] o
Additicnal information is alss provided fros the Reglonal Board in ths form of a Pact Ehast
in & *"Question and Answer* formac.
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San Diego Regional Board 2 April 1, 1996
UST Interim Guidance

It is the responsibility of cveryone in the process, particularly consultants and regulators, to keep

up with current resesrch on site investigation, fate and transport of contaminants, analytical

be a high priority for all parties participating in’ the site cleanup process. The State and Regional
Boards will be providing guidance to the local agencies and others affected.
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San Diego Regional Board 3 April 1, 1996

INTRODUCTION

Subsurface conditions are highly variable and there is always some uncertainty associated with
evaluating data for a site. However, the cost of obtaining additional site assessment data must be
weighed against the benefit from obtaining that additional data and the effect the data may have
on the certainty of decisions made for the site.

The following RWQCB guidance concerning the investigation and management of “low risk"
leaking petroleum underground storage tank (UST) sites assumes that the following factors apply:

1) The tank or appurtenant structure that leaked has been repaired or permanently closed per
requirements of Article 7, Section 2670 et seq. of Chapter 16 (CHAPTER 16), Title 23, CCR.

2) Free product has been removed to the extent practicable per requirements of Article 5, Section
2655 of CHAPTER 16.

LOW RISK SOILS ONLY CASE

Criteria:

1) The leak has been stopped and ongoing sources of pollution are removed or remediated
to the extent practicable.

Sources of pollution may include soil which contains sufficient mobile constituents (e.g.,
leachable pollutants, vapors, or residual fuel product) to degrade surface or ground water
resources in excess of water quality objectives as defined in the RWQCB Basin Plan. Residual
fuel contaminated soils which are eroded and transported to storm drains, abandoned or active
wells, surface waters, or lands beyond control of the discharger or which create exposures or
hazardous conditions, and may pose a significant threat to human health or the environment
should also be considered a source.

For older releases, the ahsence of current groundwater impact is often a good indication that
residual concentrations present in the soil are not a potential source of future pollution. In
general, if pollutants within fuel contaminated soil are not in contact, or expected to come in
contact, with groundwater, it is unlikely that it is a significant source of pollution.

2) The site has been adequately characterized.

The extent of the subsurface impact should be defined to the degree that is necessary to
determine if the site poses a threat to human health, the environment, or other nearby sensitive
receptors. The level of detailed data required from a specific site will depend upon the
anticipated depth to groundwater, the presence or absence of potential receptors, and
exposure pathways. Delineation and characterization of environmental contamination needs to
be completed to a sufficient level to accurately document conditions at the site. Delineating
environmental contamination to non-detect levels may not be required at all sites.
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San Diego Regional Board 4 Apri
UST Interim Guidance

3) No groundwater impact currently exisis.

By definition, soils only cases do not have groundwater impacts. Results from contaminant
leachability testing (e.g., U.S. EPA Method 1311 - modified TCLP or EPA Method 1312--
SPLP) may be useful for responsible parties wishing to make a technical demonstration that
residual soluble fuel contaminants do not pose a significant threat to groundwater resources.,

4) No groundwater, surface water, or other sensitive receptors are likely to be impacted.
5) The site presents no significant risk to human health.

Site mitigation strategies which include elements of “Risk Based Corrective Action” (RBCA)
may provide an acceptable methodology to perform a tiered risk analysis at petroleum release
sites. RBCA methodologies usually incorporate elements of U.S. EPA risk assessment
practices to determine non-site specific (e.g., generic risk based screening levels) and site
specific clean up levels that are protective of human health and environmental resources. The
responsible party may wish to propose a RBCA approach for consideration by the regulatory
agencies.

Significant risks to human health may also include the creation of fire and explosion hazards
from the migration and accumulation of fuel vapors in subsurface utilities (e.g., storm drains,
sewer systems, utility vaults, etc) as well as excess lifetime cancer risk due to benzene vapor
migration. Further corrective actions at some UST sites maybe necessary to mitigate these
hazards as well.

&) The site presents no significant risk to the environment.

RBCA methodologies have no specific guidance for evaluating environmental risk although the
basic framework is appropriate if site specific exposure pathways and ecological receptors are
included. If the site has a potential to create fire and explosion hazards, significantly impact
surface water, wetlands, or other sensitive receptors, it should not be considered "low risk."

Muanagement Strafegy

Low risk soils cases should be closed when it is determined that site conditions conform to the
above criteria. Further remediation or monitoring is not required. If the most sensitive permitted
use (e.g., residential) is not protected by the site cleanup levels which are protective of buman
health and water resources, then engineering (e.g., vapor barriers, caps, ¢tc.) and/or administrative
(land use restrictions or notifications) controls may be appropriate for the site. The site status
should be re-evaluated when property transfers result in a change in land use (e.g., changes from
commercial to residential uses). If fuel contaminated soils are subsequently disturbed, additional
remedial or mitigative measures may be necessary and appropriate at the site.
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San Diego Regional Board 5 Apri
UST Interim Guidance

LOW RISK GROUNDWATER CASE
Criteria:

1) Groundwater has been impacted, the leak has been stopped and ongoing sources (as
defined in LOW RISK SOIL ONLY CASE DEFINITION #1), including free product
have been removed or remediated to the extent practicable.

2) The site has been adequately characterized (see Low Risk Soils Case Definition #2).
3) The site is located in a Basin without designated Municipal / Domestic Beneficial Use

A site should not be considered "low risk” if current uses of water resources are known to
exist but are not identified in the RWQCB Basin Plan.

4) The site is located in a Basin with Municipal / Domestic Beneficial Use (Outside of a
Sensitive Aquifer Boundary).

Leaking UST sites located within the San Diego County Water Authority (CWA) service arca
footprint, not including sensitive aquifer areas, will be considered low risk ground water areas.
Designation of "low risk” groundwater sites also depend upon the status of the site with
regard to the other criteria discussed in this section. The CWA service area extends
approximately 18 miles inland from the coast and from the southern boundary of MCB Camp
Pendleton to the U.S./Mexican border. The sensitive aguifer areas are the alluvial groundwater
basins as defined by the Department of Water Resources (D'WR) within the service area
footprint of the CWA. Areas located outside the CWA service area footprint will generally not
be considered low risk groundwater areas (see Q&A supplement for further discussion). Sites
within a sensitive aquifer boundary and sites located in Riverside and southern Orange
Counties will be evaluated on a case-by-case basis.

5) The dissolved hydrocarbon plume is not migrating.

Chemical concentrations of hydrocarbons in groundwater that decrease or do not change with
time are the best indicators of a stable plume. Comparison of background and hydrocarbon
plume concentrations of dissolved oxygen, iron, nitrate, sulfate, methane, and others, can
provide evidence that in-situ biodegradation may be reasonably effective at a given site. These
data may or may not be required to determine plume stability but can supplement other lines of
evidence.

Stable or decreasing plumes often display short-term variability in groundwater concentrations.
These effects are due to changes in groundwater flow, degradation rates, sampling
procedures, and other factors which are inherently variable. This behavior should not
necessarily be construed as evidence of an unstable plume but may be the natural variations of
a stable plume in the environment.
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San Diego Regional Board 6 Apri
UST Interim Guidance

6) No water wells, deeper drinking water aquifers, surface water, or other sensitive
receptors are likely to be impacted.

No water wells (e.g., domestic supply, agricultural supply, construction related dewatering
wells) located within 1,000 feet of a source or where the source is within the capture zone

7) The site presents no significant risk to homan health.

Until the State Water Resources Control Board (SWRCB) policies are modified to give
RWQCB staff clear guidance on how to incorporate risk-based corrective action (RBCA)
elements into the California corrective action process, RWQCB staff will require ground water
clean up to restore beneficial uses and protect future beneficial uses of water resources. For
low-risk groundwater cases, RWQCB staff will continue to allow natural attenuation to be
considered on a site specific basis, along with other cost effective remedial technologies. In
addition, various methods of evalnating contaminant transport may also be acceptable in
determining residual levels of contaminants which are protective of human health and the
environment.

Orther factors to consider in evaluating this criteria include threats to human health (e.g., fire
and explosion hazards, exposure to fugitive vapors, see Low Risk Soils Case Definition #5).

8) The site presents no significant risk to the environment.

The site specific evaluation must also include consideration of risks to sensitive environmental
and ecological receptors as well. If the site has a potential to create fire and explosion
hazards, or significantly impact beneficial uses of water resources, wetlands, or other sensitive
environmental or ecological receptors, it should not be considered "low risk” (see Low Risk
Soils Case, Definition No. ).

Managemen! Strategy

In general, sites located in "low risk" groundwater areas may cease active remediation (with
agency approval) and natural attenuation (passive bioremediation, etc.) should be the preferred
remedial alternative unless there is a compelling reason to do otherwise. A partial list of reasons
that may justify active remediation are listed below:

+  Groundwater within an impacted aquifer is likely to be used before natural attenuation is
projected to complete the cleanup.

*  Sensitive aquifers and/or sensitive receptors have been identified and are anticipated to be
adversely impacted.

»  The plume is migrating significantly.
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San Diego Regional Board 7 Apri
UST Interim Guidance

Generally, if any of these conditions or others deemed to be compelling are met, a more
aggressive remedial approach may be appropriate. The following criteria further refine the goals
and objectives for managing "low risk" sites:

1) Sites located in a Basin without designated Municipal / Domestic Beneficial Use.

a) Groundwater impacted sites which are located more than 1,000 feet from a
muarine surface water (e.g., bay, coastal lagoon, or ocean). These sites can be
closed when adequate information is presented to demonstrate that site conditions
are protective of human health and the environment and that natural attenuation is
effectively controlling and reducing the spread of dissolved fuel contaminants from
the site.

b.)  Groundwater impacted sites which are located less than 1,000 feet from a marine
surface water (e.g., bay, coastal lagoon, or ocean). Sites located in these areas
may be closed when adequate information is presented to demonstrate that existing
site conditions are protective of human health and the environment and the
contaminant concentrations in groundwater have been reduced to those levels
listed in Table 1.

2) Sites located in a Basin with designated Municipal / Domestic Beneficial Use.

a) Dischargers with sites located within the service area footprint of the CWA and
which do not overlie sensitive aquifers (e.g., recharge areas, probable furore
ground-water use aguifers) may request the lead regulating agency to allow
implementation of a natural attenuation remedial strategy. Long-term ground
water monitoring will be required to verify the effectiveness of the natural
attenuation site mitigation strategry at these sites. The specific wells to be included
in the monitoring program and the frequency of sampling will be determined on a
site by site basis.

b.) Due to the reliance of inland communities on the use of groundwater resources for
municipal/domestic water supplies, sites with fuel contaminated groundwater
resources in areas outside the service area footprint of the CWA are not classified
as "low risk” by the RWQCB. Sites which meet the criteria for "low risk” for
inland communities will be evaluated on a case-by-case basis.

c.) Sites in Orange County under the jurisdiction of the San Diego Regional Water
Quality Control Board that do not overlie sensitive aquifers are
considered to be low-risk groundwater cases. However, in addition to the location
of contaminated sites with respect to sensitive aquifers, the sites will be rigorously
evaluated with regard to the following: current and future water use plans of the
water districts, potential for hydrocarbon plumes to contaminate sensitive aquifers
(including sites that may contaminate surface waters that may recharge sensitive
aquifers), ecological concerns, as well as health and safety concerns. Further
evaluation of factors other than groundwater protection may indicate that the site
does not qualify as being low risk.
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San Diego Regional Board 8 Apri

UST Interim Guidance

3) Monitor the site to determine plume stability and the site-specific effectiveness of the
natural attenuation remedial sirategy.

Ground water monitoring is necessary to determine if site conditions will remain stable or
improve over time. One hydrologic cycle (four quarters) of monitoring data is usually
considered to be the minimum necessary to determine site conditions. This assumes depth to
groundwater has significant seasonal variation and that no longer term variation occurs, If
little seasonal fluctuation is expected, then one year of monitoring may not be required.
Conversely, if depth to groundwater is expected to change significantly from year to year due
to droughts, adjacent pumping, or other factors, then one year of monitoring may not be
adeguate.

Data from adjacent or nearby sites may be useful in determining groundwater fluctuations and
other regional aguifer characteristics. Frequency of monitoring and the number of monitoring
points may be adjusted after site characterization is completed. At many existing sites, these
data may already have been collected,

This Interim Guidance document may be modified as additional recommendations become
available from the State Board through the overall UST regulation review process (SB1764
Committee) and may be further refined to specifically address portions of Orange and Riverside
Counties.

Coordinated &

Prepared by: Corey Walsh, Associate Engineering Geologist
John Odermatt, R.G., Associate Engineering Geologist
John Anderson, R.G., Senior Engineering Geologist
Karen Zachary, WRC Engineer
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APPENDIX E: GUIDELINES

V. SAN DIEGO REGIONAL BOARD SUPPLEMENTAL INSTRUCTIONS AND INTERIM
GUIDANCE ON REQUIRED CLEANUP AT LOW RISK FUEL CONTAMINATED SITES:
APPENDIX A - GUIDANCE ON DATA COLLECTION REQUIREMENTS FOR THE

EVALUATION OF RESIDUAL FREE PRODUCT OR LIGHT NON-AQUEOUS PHASE
LIQUID (LNAPL) ON GROUNDWATER, JULY 22, 1998

Page E-42 2.18.2004 SAM Manual



APPENDIX E: GUIDELINES

: California Regional Water Quality Control Board
..\\"""I San Diego Region

Peter YL Rooney 4771 Claireraunt Mesa Buiskevard, Seitz A, San Diega, Cafifomia 2134324 Pete Wilsan

N=rTIEL ANOTESS! AEPL WoW Swrro.ca, goviT Wi ad

Reereiary for Phone (519} 467-2952 + FAX (619) 5715972

Ardrme e
rolection

SAM Man

July 22, 1998
Interested Parties

SUBJECT: Regional Board Supplemental Instructicns and Interim Guidance on
Required Cleanup at Low-Risk Fuel Contaminated Sites: Appendix A - Guidance on Data
Collection Requirements for the Evaluation of Residual Free Product or Light Non-
Agqueous Phase Liquid (LNAPL) on Groundwater.

This appendix is intended for the regulatory and technical audiencs as an addendum to the San
Diege Regional Water Quality Conrrol Board (“"RWQCB”™) Interim Guidance on Reguired
Cleanup at Low-Risk Fuel Contaminated sites (dated April 1, 1996). The RWQUCB Interim
(Guidance was developed to expand the interim guidance for leaking undersround fuel tank
(LUFT} sites provided in the December 8, 1995 letter from Me. Walt Petit. Executive Dirsctor of
the State Water Resources Control Board, Mr. Perit’s letter urges cleanup agencies to procsed
aggressively w close low risk soil only cases and not require active remediation of low risk
groundwater cases. '

State statutes and regulations specifically require corractive actions at leaking underground
storage tank sites to be consistent with all applicable state policies for water quality conrrol
adopted pursuant w Article 3 (commencing with Section 13140) of Chapter 3 of Division 7 of
the Water Code, and all applicable water quality control plans adopted pursuant to Section 13170
of the Wazer Code and Aricie 3 (Commencing with Section 13240 of Chapter 4 of Division 7 of
the Water Code [CH&S, Chapter 6.75, Article 4, Section 25299.37(b) and 23 CCR. Chapter 16,
Article 11, Section 2721).

The Calitomia Water Code (CWC) specifically requires that, state offices, departments, and
hoards shall comply with state policy for water quality control (CWC Section 13147) and water
ouality control plans (CWC Seetion 13247) unless otherwise directed or authorized by statute.
These starutory reguirements direct the State and Regonal Boards to make regulatory decisions
which are consistent with seate poiicy regarding cleanup and abatement of wastes (SWRCE
Resolutien Mo, 92-49) and the local water quality conwol plans (*“RWQCB Basin Plans™.
Further, the szate law requires that implementation of cleanup, abatement, or other action by the
local agencies to be ... based upen cleanup standards specified by the board or regional board”
{CH&S, Chaper 4.7, Section 25297.1(b)].

The California Cade of Reguiaticns, Title 23, Chapter 16, Articles 5 and 11 gives requirements
for the investigation and remevai of free produet or light non-aqueous phase liquids (LNAPLs)
from groundwater. Under Section 2633, the responsibie party is required to “ .. remave free
croduct 1o the maximum extent practicable, as determined by the local AFENCY.....” In

Caiifornia Environmental Protection Agency

oy Aecveledt Paper

ual 2.18.2004
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Interested Parties: Appendix A =3 July 22, 1998
RWQCH Interim Guidance

considering the definition of “maximum extent practicable” the RWQCB and local agencies
must incorporate requirements from SWRCB Resolution No. 92-49 “Policies and Procedures
Jor Investigation and Clecrup and Abatemeny of Discharges Under Water Code Section 133047
(Section [11.G) and references to 23 CCR. Chapter 15, Section 2550.4. The referenced section af
Chapter 15 (also see CCR Titls 27, Section 20400) provides a series of “factors” which must he
evaluated before a groundwater cleanup level greater than background (or “CLGB™) can be
established by the Regional Board,

At some low-rsk LUFT sites, it may be possible to make a determination that remediation of
free product has procesded to the maximum extent practicable in compliance with 23 CCR,
Article 5, Section 2655, In the absence of specific technical puidanes from the SWRCE on this
issue, the guidance contained in Appendix A to the San Diego RWQCB Interim Guidance is
designed to facilitate the collection of site-specific data needed to evaluare the factors which are
fecessary for this Regional Board to make a determination that free product removal has
praceeded to the “maximum extent practicable.” Wherever possible, these dara should be
provided within the impact assessment portion of a site-specific corrective action plan {or
“CAP™ as required by state regulations (23 CCR, Chapter 16, Article 11, Section 2723). While
providing these data does not guarantes that a site wiil close with no further acton required; it
does give the Regional Board the data required to more objectively evaluate current and potential
IMPpActs to water quality associated with low-risk sroundwater sites where restdual free product
remaing in sitw

If you have any questions, ar if my staff or [ can be of any assistance, please call us at (619)
467-2952.

Sinezrely,

L s
Il P. ANDERSOM, Senior Engineering Geologist
UST Program Manager
Site Mitigation and Cleanup Unit

IPAjro ustsdilnapl.cov

e Mr. Allan Patton, SWRCE Program Manager
Mr. Dave Deaner, SWRCB UST Cleanup Fund Manager
Regional Board UST Program Managers (via e-mail)
San Diego RWQCE Site Mitigarion St=ff
Mr. Dan Diehr, San Diego County Water Authority

California Environmentai Proteerion 4 gency
q‘:} Recyeled Paper
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APPENDIX A
Guidance on Data Collection Requirements for the Evaluation of
Residual Free Product or Light Non-Aqueous Phase Liquid (LNAPL)
on Groundwater (July 1998)

This guidance is an appendix to the RWQCB “Inferim Guidance on Reguired
Cleanup at Low-Risk Fuel Corfaminated Sites” dated April 1, 1996. There are a
number of issues which should be adequately addressed before the San Diego
Regional Water Quality Control Board (RWQCB) staff can properly evaluate a
request to cease removal of *“free producl or “light non-aqueous phase liguids”
{or LNAPL) from the groundwater at petroleum contaminated sites. The specific
answers to the questions listed below will help address the issues of technical
and economic feasibility of site remediation, and allow the RWQCB staff to
make an informed decision regarding actual risks to human health and
environmental receptors posed by the environmental pollution remaining at sites.
The following minimum information should be included in corrective actions
plans (CAPs), where LNAPL is prasent at the site:

35 re the site is marnwgc_a 1'994‘} Gurrpiet&tha
mfurmatinn n:m FDHM 1 [attachnd] to answer the appropriate questions.

2.  Evaluate the extent and impacts of the LNAPL pool on and off-
propery. Provide an estimate of the total volume of LNAPL present on
groundwater and estimate the age of the release at the site. Provide a
list of assumptions and the calculations in the text (also see discussion of
methodologies by USEPA, 1996).

Provide a map clearly illustrating the estimated footprint of the LNAPL
pool, on-site and adjacent land uses, locations of surface improvements,
bulldings, and subsurface utilities (and estimated depth of subsurface
utilities) located on-site and adjacent to the site. The text should also
provide an evaluation of general plan designations, land use zoning
categories, and potential adverse impacts on projected land uses.

- st i ! i Provide a table of
nbs&wed maxlnmm thu:k.nass {m ft] nf LNAPL over time. The narrative
should include an evaluation of effects of water table fluctuations on the
history of LNAPL occurrence in groundwater wells. A graph of variations
in depth to water and LNAPL thickness with time, for each affected well,
should be included in the report. Include the well number, date of
observation, depth to top of well screen, depth to top of LNAPL, depth to
water, and calculated/measured thickness of cbserved LNAPL.

2.18.2004 Page

Pete Wilsom
Governor
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Page E-46

llhuhmﬂ'nnﬁnim.m Inl'onruilunui’ulllnduda md‘ lhl
direction of groundwater flow and the proximity and withdrawal rates of

users and dewatering projects. For sites located in basins
with designated beneficial uses of groundwater (RWQCB, 1994), or
within 1,000 feet of a sensitive receptor (a.g., surface walers)in basins
where designated beneficial uses of groundwater do not exist, the
evaluation shall include estimates of the range of site-specific soil pore-
water velocity(ies) (in feet per year) for the aquifer at the site (see FORM
2 attached). The associated discussion shall include a comparison of the
estimated site-specific rate(s) of contaminant transport and contaminant
attenuation rates to evaluate potential impacts to the nearest sensitive
receptor(s). Provide a list of assumptions, references, and calculations
with the text.

Thla annlph m.lld induduu mble
astimated rate of LNAPL removal. This may be based upon observed
site-specific LNAPL recovery rates and/or derived from historical
operation of the LNAPL recovery system (if present) at the site. For
example, the time frame for removal of free product may be estimated as:

Volume of LMAPL (gallons)
=  No. of days to remove

LMNAPL Removal Rate (gal/day)

These data should be converted to appropriate units of time (e.g., years,
days, efc) for convenience. Also see discussion of this topic provided by
USEPA (1996). Provide a list of assumptions and the associated
calculations with the text.

mmmm&awmmm
operations of free pmdudumaluylmltﬂuﬂh it available.
Future

capital improvements and O&M costs should be estimated for completion
of free product removal at the site. Provide a list of assumptions and a
table of itemized estimated costs with the text.

2.18.2004 SAM Manual
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RWQCB LNAPL Remaoval 3 July 1998
at Contaminated Sites

pmwdad shnul:l mnluda Iha fnllmmng

a)  Solubility of the frash product versus on-site LNAPL.

b) Estimated/measured content of fuel constituents in the fresh
product and residual concentrations observed in LNAPL
currantly at the site.

£) Vapor pressure of the fresh product versus on-site LNAPL.

d) A chronology of atternpts to remove LNAPL from the site,
including a short description of limitations encountered and
an estimated total volume recovered to date.

Some of these data may be derived from a combination of site-specific
measurements and data cited from available technical references, as

appropriate.

f Prcmda an estimte I'ur tha Ienuth of timﬂ [in yaars}
the residual LNAPL (concentrations of product above solubility limit) will
remaln at the site. This may ba done by modeling explicit attenuation
processes and/or using site-specific chemical parameters (e.g., ratios of
constituents, efc) indicative of LNAPL attenuation. Provide a list of
rationale, assumptions, and associated calculations with the text.

gb

vapur suw&y{a] of nnlla andfnr uﬁlitlau located at/adjacent to the site.
Provide a list of assumptions and any associated calculations with the taxt
{e.g., USEPA, 1989). The discussion in the text should also include an
evaluation of potential impacts to water resources in basins whera
groundwater development projects are planned (for examples see
SDCWA, 1997), persistence and permanence of potential adverse affects
on surface water/groundwater quality, and beneficial uses of water
rasources.

10.

spamﬁc narmﬂva rah:mn.la ulnted m—arte masuremems and a site
plot plan with vapor survey results (for utilities) to support the stated
conclusions in the text.

SAM Manual 2.18.2004 Page E-47
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s %L g 10 progucl 8ngror VEpors I oAU l...-.'
Discuss the proximity of the wastes at the site to surface waters and
potential/actual hydraulic connections between groundwater and surface
water resources. Provide a list of assumptions and any associated risk
calculations with the text.

The responsible party(ies) should provide the requested information in a
comective action plan (CAP) or a “short and concise”® letter with the limited
number of attachments (or appendices) containing the information requested
above. The attached references section includes a short list of references of
current State requirements for water quality protection and technical references
which may help with preparation of the information requested above.

Bolrect s ek guierc gl doo
REFERENCES

County Water Authority (SDCWA), 1997, San Diego County Water Authority
Groundwater Report, dated June 1997.

RWQCB, 1994, Water Quality Control Plan for the San Diego Basin (9), dated
September 8, 1094,

RWQCB, 1996, Regional Board Supplemental Instructions to State Water Board
December B, 1995, Interim Guidance on Required Cleanup at Low-Risk
Fuel Contaminated Sites, dated April 1, 1996.

State Water Resources Control Board, 1996, Resolution No. 82-49: Policies and
Procedures for Investigation and Cleanup and Abatement of Discharges
Under Water Code Section 13304, dated October 2, 1896.

US Environmental Protection Agency (USEPA), 1996, How to Effectively
Recover Free Product at Leaking Underground Storage Tank Sites: A
Guide for State Regulators. EPA 510-R-96-001, dated September 1996.

US Environmental Protection Agency (USEPA), 1983, Guidance for Evaluating
Technical Impracticability of Ground-Water Restoration. Directive 9234.2-
25, dated September 1993,

US Environmental Protection Agency (USEPA), 1989, Risk Assessment

Guidance for Superfund, Volume 1: Human Health Evaluation Manual
(Part A). EPA/540/1-89/002, dated December 1989,
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BENEFICIAL USES OF WATER RESOURCES
Data Entry Form

Site MAME:

Site ADDRESS:

CITY/COUNTY/ZIP:

Mearest Major Cross-Strests:

Unit HAME and BASIN NUMBER:
(6. San Disgo Masa, HU 8.20)

Nearest Surface Water (NAME ):

Approsimate distance to Surface Water (in feat):

Ground Water Exempted from MUN (RWQCB, 1884 "): [0 YES O NO
Sensitive Aguifer (RWQGCB, 19967); Oyes O NO

OmMun Oasr Omwp Oeproc O GwrR [ FRsH [0 POW [JSPWN
O rect [JrRecz 0 siol [0 warm [0 cowb [0 wilD [ RARE
Owav Oest Owmar [ codm [0 acua [0 micR [ SHELL

OMun Oasr Omwp O proc [0 FRsSH [0 GWA
San Diego RWQCE LNAPL FORM 1: May 1998

' RWQCB, 1924, Water Quality Control Plan for the San mmts}.w
September 8, 1994,

* RWQCB, 1996, Regional Board Supplemental instructions to State Water Board

December B, 1995, Interim Guidance on Required Cleanup at Low-Risk Fuel
Contaminated Sites, dated April 1, 1996.
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Groundwater Velocity Calculstions

Estimate velocity of groundwater from Darcy Equation:
Vw= Kai(l)/8

Vw = velocity of groundwater

K,= hydraulic conductivity

I=  groundwater gradient

8= saturated porosity

Saturated porosity (%):

(list the source of this information; laboratory measurement, reference text, other -
provide explanation)

Hydraulic conductivity (also specify units):
(list the source of this information: laboratory measurement, aguifer pump test, aquifer

slug test, reference text, other - provide explanation)

Groundwater gradient (unitiess):
(list the source of this information: site-specific measurement, reference text, other -
provide explanation)

Groundwater velocity - Vyg (ft/year):

Distance to nearast sensitive receptor (a.g., water well(s), surface water, habitat
area)(in ft):

Estimated time of travel to nearest receptor (Distance / Vyg) in years:

Provide an evaluation of mitigating attenuation factors, i any at this site. Include a list

of assumptions and associated calculations as necessary to support the analysis.
Attached other sheets as necessary.

San Diago AWQGCE LNAPL FORM 2= May 1968
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W Elg W
WLRAPL

Ewvation of Groundrater and
Dbsarved LMNAPL (both In i)

Figura 1

San Diago AWQCE LMAPL GUIDANCE - Figune 1: May 1838

- Recycled Paper Qur misslon is to preserve and emhance the quality of Caljfornia's water resowrces, and
ensure their praper allocation and efffcient uze for the benefin of prosent amd future peneratives,
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VI. SAN DIEGO REGIONAL BOARD NON-PURGE GUIDANCE
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San DHego
Regional Water
Quality Contraol
Board

T Clairemant ez

Blwd,

Sam Deego, CA 92124

Suribe #

(619) 257-2052
FAX (619) 571-6572
BDS (619) 2672058

o
T2

Rocpeled Paper

SAM Manual

Pete Wilsan
Gervermar

June 20, 1997

To: Interested Parties

SUBJECT: USE OF NONPURGE METHOD FOR SAMPLING OF GROUND
WATER MONITORING WELLS AT GASOLINE IMPACTED
SITES.

It has been suggested that there may not be a peed to purge ground water wells prior
to sampling, Under certain circumstances, reliable and representarive ground water
data from gascline conraminated undergrownd storage ank (UST) sites can be obtained
without purging. Well purging can increase costs due to labor, time, equipment
needs. and purge water disposal. Significant cost savings conld be realized if
representative ground water samples could be collecred without prior purging of the
wellis).

In October 1996, 4 report entitled "The California Groundwater Purging Study for
Petroleum Hydrocarbons," was prepared for the Western States Petrolenm Association
(WSPA) by SECOR International Incorporated. This report presented the resules of
an evafuation of the necessity for purging wells prior to ground water sampling. The
report provided an extensive literaure review of well purging principles and a
historical perspective of well purging. Ground water samples were collected from
contzminated sires from various regions in California. Based on the comparizon of
4,208 selected nonpurge/post-purge data pairs from 556 wells, the authors concleded
that there was no statistically significant difference between the uﬁupu'rge and post-
purgs concentration results for gasoline constments. Copies of this report can be
obtammed through WSPA in Sacramento at {(516) 498-7753.

The State Water Resources Control Board UST Program Manager, Mr. Allan Patton,
msued a puidance letter to the Local Oversight Program (LOP) agencies and Local
Implementing Agencies (LIAs) on March 26, 1997, regardine "California
Greoundwater Purging Study for Petrolenm Hydrocarbons.” The [etter acknowledged
the results of the WSPA report, stated that thers were limitations to the nonpurge
sampling methed, and concluded that a nonpurge sampling method, where applicable
and appropriate, should be implemented in order o reduce costs whenever possible,

Shre mission i B preteryr and evkarce dhe qandive of Califorin s warer rerovrces, and
engire thair praper sflfocaiion oo efffcienr use for the bl of presear and fivure precrarere
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Monpurge Sampling Critena -2- June 20, 1997

- San Diegg Remional Water Cuality Coatrol Board (RWOQCE) staff has reviewed cthe
WEPA report and concludes that & nonpurge sampling method is applicable if the
following minimum conditions described below are met:

E The coly contaminants of concern are gasoline petreleum hydrocarbons (e.g.
TPHg, benzene, iuene, ethylbenzene, total xylenes, and MTBE); and

2 Wo free phase pstroleum hydrocarbon exists in the well; and

3. All pertinent well construction details are known to the lead regulatory agency;
and

4, The well has been appropriately developed; and _

3 The ground water monitoring well is sereened acrogs the water table in an
unconfined aquifer (no submerged well screen).

Prior to implementation of the nonpurge sampling method, the responsible party must
notify the lead regulatory asency, in writing, of the iment to implement this sampling
protocol and receive concurrence from the lead regulatory agency. This notification

must include a signamre of & California registered professional (RG, PE, CEG, RH)

certifying that the above conditions have been met.

A site-specific nonpurge/post-purge ground Wwater monitoring study may be used to
evaluate wells not meeting the above minimum criteria. On a case by case basis,
should the results of & site-specific nonpurge/post-purge study show that no
staristically significant variance in.the petroleum hydrocarbon concentrations exist,
and the report has been submitted and approved by the lead regulatory agency, then a
nonpurge sampling method may be applicable and appropriate for the site.

When a responsible party requests site closure, the lead regulatory agency may require
that a final round of purged ground water samples be collected from the monitoring
wellfs).

If you have any questions, please contact the Remonal Board staff assigned to your
UST case (619) ¢67-2952 or the staff of the appropriate local oversight agency.

AUB LTS

OHMN H. ROBERTUS
Executive Officer

cc:  Regional Hoard Members
Allan Patton, SWRCE UST Program Manager
Regional Board UST Program Managers
San Diego County LOP
Orange County LOP
Riverside County LOP

3

-"','. :;‘Rm‘ﬂ'ﬂ!' Papar e vivaicv @3 d0 @reieive il emkanies e qualine af Colifarmindy wirer cardweedr. awd
enrire chiir proper allocntion dnd effieton wre for the Deaefi of presess sad joiuwee geseranions.
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VII. SAN DIEGO REGIONAL BOARD ORDER R9-2002-342: WASTE DISCHARGE
REQUIREMENTS FOR THE DISPOSAL AND/OR REUSE OF PETROLEUM FUEL
CONTAMINATED SOILS (FCS) IN THE SAN DIEGO REGION
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California Regional Water Quality Control Board

San Diego Region
Winston H. Hickox [nzernes Address: hmpuiwww swech.ca. goirwgebd Gray Davis
Sevresary for 9174 Sky Park Count, Suite 100, San Diega, Califorsia 92123-4340 Gemermor
Emvirpnmenial Phooe (B58) 467-2952 * FAX (E58) 5716972

Proneciion

December 13, 2002
To: Interested/Affected Parties
Dear Representatives:

RE: ORDER R9-2002-342: “WASTE DISCHARGE REQUIREMENTS FOR THE
DISPOSAL ANIVOR REUSE OF PETROLEUM FUEL CONTAMINATED SOILS
(FCS) IN THE SAN DIEGO REGION.”

On December 11, 2002, the Regional Board adopted Order R9-2002-342 and Monitoring and
Reporting Plan No. R9-2002-342. This Order contains waste discharge requirements (WDHRz)
that will replace the conditional waiver Resolution Mo, 95-63: “A Resolution Conditionally
Waiving Adoption of Waste Discharge Requirements for Disposal/Reuse of Petroleum
Hydrocarbon Fuel Contaminated Soils (FCS).” Resolution No. 95-63 (and addenda thereta) will
expire on January 1, 2003,

The following are some of the requirements included in the aitached Order R9-2002-342;

. Order R9-2002-342 requires that dischargers file the following application materials with the
RWOQCE: a.) an application (Form 200) for Waste Discharge Requirements (WDRs), b.) a filing fes,
and ¢.) a completed Fuel Contaminated Soil (FCS) Cenification form (and supporting information),
The RWQCH staff will review the application materials (o determine if the proposed discharge is
eligible to enroll for coverage by the Order R9-2002-342. As of the date this Order was adopted, the
filing fec was sct at $1,500 as established by the State Water Resources Control Board pursuant to
California Code of Regulations Title 23, Su.-.hm imﬂ The fee pajm:nt :hcmld be submitted to the
REWQCB, but made payable to the “State & R 25 Control Bos

2. Order R9-2002-342 covers discharges of sail wastes containing only petroleurn hydrocarbon fuel
constituents, including gasoline, aviation gasoline, diesel fuel, jet fuels (Jet A, TP-4, and TP-5),
kerosene, and fuel oils.

3. Order R9-2002-342 prohibits discharges of FCS wastes that contain “waste oil" or “waste oil
conslitvents” or hazardous wastes as defined by California Code of Regulations (COCR), Title 22,
Division 4.5.

4. Order R9-2002-342 establishes that waste characterization criteria that discharges FCS wastes must

meet in order to be consistent wnh the definition of “inernt wastes” included in CCR, Title 27,
§20230.

5. Order R9-2002-342 sets specific minimum site and waste reuse criteria to identify sites that are
eligible to receive discharges of FCS wastes for purpases of reuse/disposal as engineered fill.

California Environmental Protection Agency

Keeyeied Paper
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Interested/Affectad Parties -2- December 13, 2002
Order R9-2002-342: General WDRs

for Reuse/Disposil of Fuel Contaminated

Scils (FCS) in the San Diego Region

6. Order R9-2002-342 sets site-specific criteria and establishes waste discharge requirements for
management of temporary waste piles of FCS wastes,

7. Order R9-2002-342 requires that dischargers report to the RWQUB all waste characterization results
far each separate source of FCS wastes discharged ai the site.

8. Ovder R9-2002-342 requires that dischargers conduct public notification and periodic ingpections 1o
ensure the discharge(s) of FCS wastes do not create a condition of pollution or nuisance.

9. Order R9-2002-342 requires the dischargers to provide the RWOQCE with a technical report that
details the final reuse/disposal conditions at the site,

10. Owder R9-2002-342 requires the dischargers to properly manage any temporary waste piles created
under this Order. The dischargers are required to develop and implement site-specific Best
Management Practices (BMPs) for control of erosion and conveyance of storm water.

11. Order R9-2002-342 requires that new construction and maintenance activities comply with the
applicable requirements of State Board General Order 99-08-DW0 “Waste Discharge Requirements
for Discharges of Storm Water Associated with Construction Activity,”

You are being sent a copy of this Order because the RWQCB has identified you or your
organization as en Interested or Affected Party for Order No. R9-2002-342. Electronic copies of
Order R9-2002-342 and Monitoring and Reporting Program R9-2002-342 are also available from
our web site at;

heep: //www. awrch.ca. /rwgehd forders/ orders . hml

Should you have any questions conceming Order R9-2002-342, please contact Mr. Brian
MeDaniel at fﬂjﬂ-} 627-3927 or h}' emadl at modabl@rby . awrch. ca. gov or Mr, John Odermatt at

(858) 637-5595 or by email al oderi@sh . swrch.ca.gov .

ecutive Officer
Enclosures: Order RO-3002-342
Fucl Contaminated Soil (FCS) Certification Form — Order R9-2002-342
Monitoring and Reporting Plan RO-2002-342

Ce: Interested Parties List (see attached) with Enclosure

California Environmental Protection Agency
% Recycled Faper
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CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN DIEGO REGION

9174 Sky Park Coare, Sulte 100 FCS Disposal Certificatlon Form
San Diegn, CA 92123-4340 In Accordance With Order No. R9-2002-342
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ORDER NO. R9-2002-0342

WASTE DISCHARGE REQUIREMENTS
FOR THE DISPOSAL AND/OR REUSE OF
PETROLEUM FUEL CONTAMINATED SOILS (FCS)
IN THE SAN DIEGO REGION

The California Regional Water Quality Control Board, San Diego Region (hereinafter the
RWQCB) finds that:

L. California Water Code Section 13260{a) requires that any person discharging waste or
proposing to discharge waste within any Region, other than 1o a community sewer gystem,
that could affect the quality of the waters of the State, file a Report of Waste Discharge
(RWD).

2. Under authority of Water Code Section 13263(d), the RWQUCB may prescribe waste
discharge requirements although no report of waste discharge has been filed.

3 California Water Code Section 13263(a) requires that California Regional Water Quality
Control Board prescribe requirements for existing and proposed discharges in their
respective areas of jurisdiction.

4, Califomia Code of Regulations, Title 27 (27 CCR), Article 1, commencing with Section
20080 contains requirements poverning discharges of nonhazardous solid wastes to land.

5. The issuance of this Order establishing general waste discharge requirements is
consistent with the State Water Resources Control Board Strategic Plan and its goal to
provide water resources protection, enhancement and restoration while balancing
economic and environmental impacts.

6. Pursuant to Water Code Section 13263(i), the RWQCB finds that:

u. For the purposes of this Order, petroleum fuel contaminated soils (“FCS wastes ") are
defined as soils containing elevated concentrations, above natural background
concentrations, of constituents from the following fuel sources: gasoline, aviation
gasoline (“av-gas™), diesel fuel, jet fuels (Jet A, JP-4 and JP-5), kerosene, and fuel oils.
FCS wastes are commonly created as a result of unauthorized releases (leaks) of
petroleum fuel constituents from a number of similar fuel containment systems,
imcluding leaking underground storage tank systems, leaking fuel pipelines, and leaking
above ground storage tank systems. FCS wastes are categorically classified as
“designated wastes™ pursuant o Water Code Section 13173,
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b. Unauthorized releases of gasoline and diese] fuel constituents into soils from fuel
containment systems identified in Finding 6.a. result in the same or similar types of
wastes (Le., fuel contarminated sodls).

¢. FCS wastes used as engineered fill must be consistent with the cntena for “inert
wastes” as identified in California Code of Regulations, Title 27, § 20230. Therefore,
FCS5 wastes require the same or similer treatment standapds for disposal andfor reuse
as engineered fill.

d. The dischargers are more appropriately regulated under general discharge requirements
than individual discharger requirements becauss:

i. The regulated reuse of FCS wastes in redevelopment projects is an effective
alternative (o disposing of those wasies in existing municipal solid waste
landfills.

it. Projects involving disposal and/or reuse of FCS wastes commonly require the
implementation of the same or similar waste characterization protocols, waste
management/containment criteria, and site-specific crteria for the protection
of water quality.

ii. These General WDRs would reduce RWQCB time expended on preparing and
considering individual waste discharge requirements for each project.

iii. These General WDRs would significantly simplify and expedite the
application process for the dischargers.

iv. These General WDRs would allow the RWQCB to more effectively and
efficiently reguolate discharges of FCS wastes for disposal and/or reuse in the
San Diego Region.

y The RWOQCB finds that the uncontrolled discharge of FCS wastes may adversely affect the
waters of the state,

8. On May 16, 1995 this RWQCE adopted Resolution No. 95-63: “A Resolution Conditionally
Waiving Adoption of Waste Discharge Requirements for Disposal/Reuse of Petroleum
Hydrocarbon Fuel Contaminated Soils (FCS).”

9, On February 13, 1997, the RWQCB adopied Addendum No. 1 to Resclution No. 95-63.
Addendum Mo. 1 placed additional use restrictions upon the reusefdisposal of FCS wastes.
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10, On October 10, 1999, Senate Bill 390 was signed into law amending Water Code Section
13269 and 13350 As a result of those amendments, all of the RWQCB's emnrng
conditional waivers will expire on January 1, 2003,

1l.  The RWQCB has notified intercsted parties of its intent to adopt Order No. R9-2002-
0342, superseding Resolution No. 95-63 and addenda thereto.

12.  Because there is a potential impact to water quality from the uncontrolled discharge
(reuse/disposal) of FCS wastes to land, the RWCQCE finds that the discharges of FCS
wastes are of category III-C as defined Title 23, Section 2200. Category “TITI" — include
those discharges of waste that could degrade water quality without violating water quality
objectives, or could cause a minor impairment of designated beneficial uses. A
complexity rating of “C" is assigned to any discharge for which waste discharge
requirements have been prescribed pursuant to Section 13263 of the Water Code not
included as a Category “A” or Category “B”. Included would be discharges having no
wasle treatment systems or that must comply with best manegement practices.

CEQA COMPLIANCE

13, On November 15, 1993, the RWQCB adopted a Negative Declaration (Resolution No.
93-103) for three types of discharges, including the disposal and reuse of petroleum
hydrocarbon fuel contaminated soils. This action complies with the requirements of the
California Environmental Quality Act (Public Resources Code, Section 21000, et seq.)
and State guidelines. In adopting the Negative Declaration, the RWQCB determined that
discharges wastes meeting the specified conditions would not result in any significant
adverse water quality impacts.

OTHER LEGAL REFERENCES

14.  The Water Quality Control Plan Report, San Diego Basin (9) (hercinafter Basin Plan),
was adopted by this RWQCE on September 8, 1994, and subsequently approved by the
State Water Resources Control Board (State Board) on December 13, 1994, The Basin
Plan designates beneficial uses and narrative and numerical water quality objectives, and
discharge prohibitions applicable to the discharges regulated under this Order.

15.  The Basin Plan designates the following beneficial uses for ground waters resources

within the San Diego Region:

a Muncipal and domestic water supply

b. Agricultural water supply (AGR)
<. Industrial service supply (IND)
d. Industrial process supply (PROC)
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16.  The Basin Plan designates some or all of the following beneficial uses of surface water

resources located within the San Diego Region:

a Municipal and domestic supply (MUN)
b. Agricultural supply (AGR)
c. Industrial service supply (IND)

d. Industrial process (PROC)
e. Groundwater recharge (GWR)
f. Freshwater replenishment (FR5H)
g MNavigation (MAV)
h. Hydropower generation (POW)

i. Water contact recreation {REC1)
J Noncontact water recreation (REC2)
k. Commercial and sport fishing (COMM)
Ii Warm freshwater habitat (WARM)
m. Cold freshwater habitat (COLD)
n. Preservation of areas of special biological significance (BIOL)
a. Inland saline water habitat (SAL)

P Wildlife habitat (WILD)
g. Preservation of rare and endangered species (RARE)
E Marine habitat (MAR)
5. Migration of aguatic organisms (MIGR)
t. Spawning, reproduction, and/or early development (SPWN)
i, Shellfish harvesting (SHELL)
V. Esturine habitat (EST)

w.  Aquacultural (AQUA)

17.  Discharges (i.e., for reuse/disposal) of FCS wastes may occur in areas that overlie ground
water basins designated as suitable for uses including municipal and domastic public
water supplies. Applicable numeric and narrative water quality objectives for
groundwater resources are promulgated in Chapter 3 of the Water Quality Control Plan

for the San Diego Region.

18,  Discharges (i.e., for reuse/disposal) of FCS wasies may oceur in arcas located in
proximily to surface waters that support beneficial uses including recreation (REC1 and
REC2) and support of fish and wildlife (COLD, WARM, WILD, RARE). Applicable
numeric and narrative water quality objectives for surface water resources are
promulgated in Chapter 3 of the Water Quality Control Plan for the San Diego Region.

19.  Additional State water quality criteria for beneficial uses of water resources as a public
drinking water supply are promulgated in California Code of Regulations (CCR), Title
22, Division 4,Chapter 15, Armicle 4, §6443] (Primary MCLs for inorganic chemicals),
§64443 (MCLs for man-made radioactivity), 564444 (Primary MCLs for organic
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chemicals), §64449 (Secondary MCLs), and Chapter 17.5, Article 1, §64672.3 (copper
and lead action levels).

20, Additional State and Federal water quality criteria for protection of beneficial uses of
surface water resources are promulgated by the U.5. Environmental Protection Agency as
the California Toxics Rule (CTR) as implemented by State Water Resources Conirol
Board Resolution Nos. 2000-015 and 2000-030.

21,  The San Diego Region contains a number of impaired water bodies identified on the on
the statewide 303-d list published in 1998, Environmental pollutants/stressors associated
with the impairment of water bodies in the San Dicgo Region include: sediments, metals
(e.g.. cadmium, copper, lead, nickel, thallium, and zinc) and sediment toxicity.
Discharges of FCS wastes could occur within hydrologic subareas that contain impaired
water bodies, as identified on the 303-d list, in the San Diego Region.

22, This Order does not preempt or supersede the authority of other State and local agencies
1o prohibit, restrict, or control discharges of waste subject to their jurisdiction.

23.  The RWQCB finds that a variety of approaches may be effective as Best Management
Practices (BMPs) for control of surface water runoff and erosion of soils/sediments and
FCS wastes, Deployment of bonded fiber matrix materials, anchored fiber rolls, and fiber
blankets, among other measures, can be effective BMPs for erosion control and
conveyance of surface water runoff if designed and applied as appropriate for site-
specific conditions.

24, For applicable projects, it is appropriate for the discharger 1o file the required notice of
intent (NOI) and application fee for coverage under State Board Order No. 99-08-DWQ,
National Pollutant Discharge Elimination System (NPDES) General Permit No.
CAS000002, "Waste Discharge Requirements for Discharges of Storm Water Associated
Construction Activity.”

25, Under the conditions of this Order, dischargers may find it necessary to establish and
maintain lemporary waste piles of FCS wastes. Therefore, it is appropriate for this Order
to include waste discharge requirements for regulating the discharges of FCS wastes into
temporary wasie piles.

26.  The RWQCB has considered all water quality related environmental factors associated
with the category of waste discharges (reuse/disposal) covered by this arder,

27.  The RWQCBE has notified potential dischargers and all other known interested parties of
the intent to prescribe WDRs as described in this order,
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28, The RWQCB, in a public meeting, heard and considered all comments pertaining to the
proposed discharge.

IT IS HEREBY ORDERED, that each person enrolled in this Order (hereinafter the
“discharger"), meet the provisions contained in Division 7 of the Califormia Water Code and
regulations adopted therein and shall comply with the following:

A. ENROLLMENT PROCEDURE

L In order to enroll for coverage under this Order, the discharger shall submit the FCS
certification from (attached to this Order) and appropriate filing fee for each
location/property proposed to receive a discharge of FCS wastes. The Report of Waste
Discharge (RWD) shall include the following:

a. Application/Report of Waste Discharge general information form (Form 200)
filled out in accordance with the instructions.

b. Completed FCS certification form filled out in accordance with the instructions.

-3 Copies of all analytical results, associated laboratory data sheets, including
QAJNC data and chain of custody documents.

d. A discussion of the discharge site and petroleum hydrocarbon FCS (waste)
characteristics including:

i, Identification of the period during which waste is to be disposed of at the
site;

il. Description of disposal methods, operation and maintenance activities;
i, Description of types and quantities of waste to be disposed of;
iv. Present and future land use.

¢. The discharger shall file a notice of intent (NOI) and application fee, as applicable,
for coverage under State Board Order No. 99-08-DWQ, National Pollutant Discharge
Elimination System (NPDES) General Permit No. CAS000002, "Waste Discharge
Requirements for Discharges of Storm Water Associated Construction Activity.”

f. Documentation of how the discharger will comply with all applicable requirements of
this Order and Monitoring and Reporting Program R9-2002-0342,
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g A topographic map at an appropriate scale and other information clearly illustrating
the location, awners, and uses of all wells located within one mile of the site.

h. Any other information pertinent to the protection of water quality or public health and
prevention of nuisance.

2 Discharges of PCS waste (for reuse/disposal) may be enrolled through the procedure
identified in Section A of this Order or by the RWQCR under the anthority cited in
Finding 2. In either case, the discharger may receive written notification from the
RWQCB stating whether it is appropriate to regulate the inactive landfill under these
general waste discharge requirements (WDRs), or that individual WDRs are required,

3. It may be necessary for a discharger authorized under this Order to apply for and obtain
an individual waste discharge requirements (WDRs) with more discharge- specific
requirements. When individual WDRs are issued to a discharger, the applicability of this
general permit to the individual enrollee shall be terminated on the effective date of the
individual WDRs.

4. Motwithstanding the conditions specified above, individual cases may be brought to the
RWQCB for consideration of waste discharge requirements when deemed appropriate.
B. DISCHARGE PROHIBITIONS

I Discharges of wastes to land for treatment, storage, or disposal are prohibited; unless the
BEWQCH has issued valid Waste Discharge Requirements for that discharge.

2. The acceptance or discharge of “hazardous waste” is prohibiled. For the purposes of this
Order, the term "hazardous waste” is as defined in California Code of Regulations (CCR)
Title 22, Division 4.5, § 66261 ef seq.

3 The acceptance or discharge of soils containing “waste oil"”, under the definition of
California Health and Safety Code Section 25250.4, is prohibited.

4, The acceptance or discharge of FCS wastes containing waste constituents, other than
those listed in Table 1, above natural background concentrations is prohibited.

3 The disposalirense of FCS wastes 1o land is prohibited unless the required application
{From 204}, application fee, and FCS cenification report for the discharge has been
submitted to the RWOQCE,

6, The discharge of solid waste containing free liquid or moisture, in excess of the wasie's
moisture holding capacity, is prohibited.

SAM Manual 2.18.2004 Page E-65



APPENDIX E: GUIDELINES

Order No. R9-2002-0342; -8- December 11, 2002
General WDHRs for Disposal and/or Reuse
of Fuel Contaminated Soils.

p The dumping, deposition, or discharge of waste directly into waters of the state, or
adjacent 1o such watcrs in any manner, under which wastes may be transported into the
waters, is prohibited unless authonzed by the RWQCB.

8. The discharge of waste or waste constituents to ground water or surface waters at,
beneath, or adjacent to the facility is prohibited.

9, The discharge of wastes in a manner that creates nuisance conditions (from odors,
vectors, and other nuisances) is prohibited.

10.  The discharge of waste to waters of the state in a manner causing, or threatening to cause
a condition of pollution, contamination or nuisance as defined in California Water Code
Section 13050, is prohibited,

11.  Basin Plan discharge prohibitions shall not be violated,

C.  DISCHARGE SPECIFICATIONS

Discharges of FCS wastes shall comply with all of the following specifications:

L DOCUMENTATION FOR SOURCE(S) OF FCS WASTE

Provide the RWQICB with a completed FCS certification form and supporting analytical data (per
Section A.1. of this Order) for each individual source of FCS waste discharged at the site.

2 SITE CONDITIONS
The proposed disposal site shall meet the following minimum conditions:

a, Groundwater Dependent Area Protection: The disposal site shall not be located
in an area that is dependent on groundwater for the sole source of drinking water,

b. Industrial Reuse Restriction: The disposal site shall only have an industrial or
commercial use such as a road bed, commereial fill site or other use that limits
potential human exposure. Residential properties shall not to be used as disposal
sites. If a structure is o be constructed over the disposal site an approval must be
obtained from the appropriate local agencies

- Separation from Ground Water: The FCS waste shall be placed at least five feet
above the highest anticipated level of ground water, The soil that separates the FCS
wiste from groundwater shall have a significant clay content (greater than 5% clay-
sized material) or a permeability of less than 10 cm/sec.
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d. Separation from Surface Water: The waste shall be placed at least 100 feet from
the nearest surface water.

6 Flood Plan Protection: The waste shall be protected against 100 year peak stream
flows as defined by the County flood control agency.

& Cover: The waste shall be covered by either 1) engineered materials (e.g. used as
road base, fill beneath buildings, bndge abutments), or 2) not less than 2 feet of
noncontaminated, clean fill. The cover shall either provide a permeability of 10
cmfsec, or it shall be soil compacted to maximum 90% relative maximum
compaction, Placement of a cover on the waste shall be completed with 30 days of
revising/discharging the final load of wastes at the site,

g Property Owner Acknowledgment: By signature on the attached FCS
cemtification form written comespondence to the RWQCB, the property owner shall
approve the placement of the FCS waste al the site.

3 FUEL CONSTITUENT CONCENTRATION LIMITS

The results of sampling and analyses of FCS wastes shall be subject to either the primary level (a)
and/or the secondary level (b) conditions listed below.

i Frimary Level Conditions { First Tier): The upper 80% confidence interval value of
the mean concenirations resulting from the primary analyses of the samples shall
not exceed the concentration limits for the primary constituents of concem listed in
Table 1. If the primary level conditions are not met, the FCS waste samples
exhibiting the highest concentrations as a result of the primary analyses (a
minimum of 4 samples for all parameters tested) shall be further analyzed for
the secondary constituents of concern (Table 2).
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Table 1. Primary Concentration Limits for Fuel Constituents in

FCS wastes
Type of Constliuent of Carbon Concentration Limit
Contaminani Coacern Range
Gasoline/Av- | TPH-Gasoline o <10 mg/kg
Gas
Diesel Fuell | TPH-Diesel G, <100 mg/kg
kerosens) jer
fuel! bunker
fuel
ALL Benzene <1 ugkg
ALL Tolsene =150 pglg
ALL Ethylbenzene <700 pp'kg
ALL Xylenes 1,750 ppikg
Gasoline MTEE = 13 pplkg
KEY to TABLE 1:

Gas(Av-Gas = concentration limil required for FCS containing gasoline end aviation
gasoline constituents

Gasoline = concentration limit required for FCS conaining only gasoline constituents

Diesel Fuel’ kerocens/ jet fuel’ bunker fuel = concentration limit required for FCS
containing the listed fusl constituents

ALL = analyses required for FC5 containing any fue! constiment identified in this Order.

b. Secondary Level Conditions {Second Tier): The upper 80% confidence interval
value of the mean concentrations resulting from the secondary analyses shall not
exceed the concentration limits for the secondary constituents of concem listed in
Table 2.
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Table 2. Secondary (Leachable) Concentration Limits for Fuel

Constituents in FCS Wastes
Type al Constituent of Carbon Coneentration Limit
Conteminant Concern Range
Goanf Av-(ias TFH-Gas C-C, = 100 mgikg
Diesel Fuelf TPH- Diesel = 500 mg'kg
keroasnel jel G
fuel/ bunker
fuel
Diesel Fuel/ TPH-Diesel €.C, =50 pgll
keroaenes jet
Fuel! bunker
fuel
ALL Benzene =0.5 pgll.
ALL Toluene <75 pp'l.
ALL Ethylbenzene =350 pp/L
ALL Xylbenes <500 pgp/l
Gasoline MTBE < T ugl
KEY to TABLE 2:

GasfAv-Cias = concentration limit required for FCS containing gasaline and aviation
gasoling constitents

Gasoling = concentration limit requered for FCS comaining only gasodine constituents

Diesel Fuel! kerosened jet fuelf bunker fuel = concentration limit regquired for FCS
condaining the listed foel constituents

ALL = analyses required for FCS containing any fuel constituent identified in thiz Crder,

4. EROSION CONTROLS AND STORMWATER PROTECTION

The discharger shall develop and implement best management practices (BMPs) for effective
control of erosion and discharges of wastes from the site. Sites receiving discharges of FCS
wasles for reuse/disposal, under this Order, shall comply with the requirements of Order 99-08-
DWQ, National Pollutant Discharge Elimination System (NFDES) General Permit No.
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CAS000002, "Waste Discharge Requirements for Discharges of Storm Water Associated
Construction Activity.”

o DISCHARGES OF WASTES TO TEMPORARY WASTE PILES

Any discharger who creates one or more temporary waste piles of FCS wastes that do not qualify
for a conditional waiver of WDRs, pursuant to either a site-specific conditional waiver issued by
the RWQUCB or the RWQCE waiver policy, shall comply with the following requirements:

a, Site Conditions: All parcels of land/property receiving a temporary discharges
of FCS wastes (iLe., temporary waste piles) under this Order, shall meet the
following minimum general site conditions:

& Runon/Runoff Protection: Surface drainage shall be diverted from the
temporary waste piles. For all waste piles, the dischargers shall implement
effective Best Management Practices (BMPs) to prevent surface water runon
and runoff from contacting wastes and to prevent erosion and transport of
wastes by surface runoff,

il Crroundwater Protection: All waste piles shall be placed at least five feet
abave the highest anticipated level of groundwater.

it Surface Water Protection: All waste piles established under this waiver shall
be located not less than 100 feet from any surface water identified in the
Basin Plan.

. Flood Plain Protection: All waste piles shall be protected against 100-year
peak stream flows as defined by the County flood control agency.

b. Inspection and Maintenance: The discharger shall regularly inspect and
maintain wastes discharged (o temporary waste piles established under this Order.
Inspections shall be conducted at a frequency that will ensure the discharge of
FCS wastes does not create conditions of pollution or nuisance. The discharger
shall repont on the disposition of all temporary waste piles at the time of the final
inspection conducted pursuant to Section E (INSPECTION RESULTS) of this
Order.

£ Clean Closure Required: The discharger shall properly dispose of the following
in accordance with all applicable requirements and regulations: all waste piles
established under this Order, together with any materials used to contain the
temporary waste piles, underlying geologic materials contaminated by the
discharge, treatment facilities, and related equipment.
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d. Management of Return or Ponded Water: I return water or ponded water
contained within the treatment or storage area of the iemporary waste pile will be
disposed of at a location other than to a sanitary sewer system, then the discharger
shall submit written notification to the RWQCB prior to initiating the discharge
and cither: 1) obtain waste discharge requirements; 2) obtain a waiver of waste
discharge requirements or 3) obtain a written determination from the RWQCE
Executive Officer that the disposal of the return water or ponded water is not
subject 1o regulation by the RWQCB.

e. Property Owner Acknowledgment: By written correspondence to the RWQCB,
the property owner shall approve the placement of the waste (temporary waste
piles) at the site.

i Public Notification Requirement: The discharger shall post at least one clearly
visible, sign (in english) listing the following minimum information: a.) project
name, b.) name and address of discharger, c.) briel project description, and d.)
24-hour contact information — name, address, facsimile, and telephone number for
the project. The discharger shall post additional signs as necessary (in languages
other than english) to more effectively communicate the minimum contact
information (listed above) to the local community, The signis) shall be
maintained as required to keep them legible and remain in place while temporary
waste piles remain on site.

g Obligation to Comply: Compliance with this Order does not relieve discharger
of the obligation to comply with any other applicable local, state and federal
requirements.

h. Maximum Time Limit. Temporary waste piles established under this Order shall
be limited to a maximum time period of 30-days after the RWQCB receives the
final technical report required in Section F (FINAL DISPOSITION OF
WASTE) of this Order,

i; Source(s) of FCS Waste: The discharger shall provide the RWQCB with
complete information, for each source of FCS wastes, as required by Section C.1
(DISCHARGE SPECIFICATIONS) of this Order,

I Cover: All waste piles shall be overlain by plastic sheeting (not less than 10 mils
thick) to adequately prevent infiltration of rainwater, control fugitive dust, and
other nuisances.
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k. Liner: All waste piles shall be underlain by either plastic sheeting (not less than
10 mils thick) or a liner of low permeability approved by the RWQCB,

D, REPORTING REQUIREMENTS
1 GENERAL REPORTING REQUIREMENTS

The discharger is required to comply with the following minimum reporting requirements:

i Submit to the RWQCB a FCS certification report (form attached to this Order) at
Ieast 30 days prior to reuse or disposal of FCS wastes at a site, other than a
Classified waste management unit. Comments received in response to the public
notification are to be forwarded to the RWQCE with the certification report,

b. Pursuant to Section 13260(a) of the California Water Code, prior to disposal,
submit a Repont of Waste Discharge (RWD) for site specific waste discharge
requirements if both the primary and secondary level conditions listed above
(Discharge Specification C.3.a and C.3.b) are not met,

c Other Constituents: The discharger shall report leachable concentrations of any
other waste constiluents, not listed in Discharge Specification C.3.b. (Table 2,
that may be present in concentrations that could pose a threat to water quality at
the proposed disposal site.

d. Fumnish to the RWQCB, within a reasonable time, any information which the
REWQCB Executive Officer may request to determine whether cause exists for
modifying, revoking and reissuing, or terminating this Order. The discharger
shall also furmish to the RWQCB upon request, copies of all records required to
be kept under this Order.

2 CHANGE IN OWNERSHIP

The discharger shall notify the RWQCB, in writing, at least 30 days in advance of any proposed
transfer of ownership or responsibility for maintenance of a site/facility subject to this Order.
The discharger shall include with such notification, written acknowledgement by the prospective
purchaser or successor in responsibility executed under penalty of perjury under the laws of the
state of California, that such purchaser or successor has read and understood the requirements
contained herein and will accept responsibility for compliance therewith as of the date of transfer
of ownership or responsibility.
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3 INCOMPLETE REPORTS

Where the discharger becomes aware that it failed to submit any relevant facts in a Report of
Waste Discharge (RWD) or submitted incomect information in a RWD or in any report to the
RWOQCE, it shall promptly submit such facts or information.

4. ENDANGERMENT OF HEALTH AND ENVIRONMENT

The discharger shall report any noncompliance, which may endanger health or the environment.
Any such information shall be provided orally to the RWQCB within 24 hours from the time the
owner becomes aware of the circumsiances. A writien submission shall also be provided within
five days of the time the owner becomes aware of the circumstances, provided that no written
report need be submitted if the RWQCB waives the requirement for such written report upon
timely receipt of a satisfactory oral report. The written submission shall contain a description of
the noncompliance and its cause; the period of noncompliance, including exact dates and times,
and if the noncompliance has not been corrected; the anticipated time it is expected to continue,
and steps taken or planned to reduce, eliminate, or prevent recurrence of the noncompliance.

3. OTHER INFORMATION

When the discharger becomes aware of a failure (o submit any relevant facts in an
application for Waste Discharge Requirements or submitted incorrect information in a permit
application, or in any report to the RWQCB, the facts of information shall be promptly
submitted,

6. FALSE REPORTING

Any person who knowingly makes any false statement, representation, or certification
any record or other document submitted or required to be maintained under this Order,
including monitoring reports or reports of compliance or noncompliance shall be subject
to enforcement procedures as identified in the Provision G.9. of this Order.

T. ANTICIPATED NONCOMFPLIANCE

Provide advance notice to the RWQCE of any planned changes in the facility or discharge
activity that may result in noncompliance with the waste discharge requiremenis.

8. MONITORING AND REPORTING PROGRAM

Monitoring and analytical results shall be reported to the RWQCE as specified in
the attached Monitoring and Reporting Program No, R9-2002-0342,
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-3 REPORT DECLARATION

All applications, reports, or information submitted to the RWQCR shall be signed and certified
as follows: -

& The Report of Waste Discharge (RWD) shall be signed as follows:

1. For a corporation - by a principal executive officer of at least the level of
vice-president,

2, For a partnership or sole proprietorship - by a general partner or the
proprietor, respactively.

3. For a municipality, state, federal or other public apency - by cither a
principal executive officer or ranking elected official,

4. For a military installation - by the base commander or the person with
overall responsibility for envitonmental matters in that branch of the
military,

b. All other reports required by this Order and other information required by the
RWOQCB shall be signed by a person designated in paragraph (a) of this provision,
or by a duly authorized representative of that person. An individual is a duly
authonized representative only if:

1. The authorization is made in writing by a person described in paragraph
(a) of this provision;

2. The authorization specifies either an individual or a position having
responsibility for the overall operation of the regulated facility or activity;
and

k The written authorization is submitted to the RWQCB.

c. Any person signing a document under this Section shall make the following
certification:

1 certify under penalty of law that [ have personally examined and am familiar
with the information submitted in this document and all attachments and that,
based on my inquiry of those individuals immediately responsible for obtaining
the information, [ believe that the information is true, accurate, and complete. |
am aware that there are significant penalties for submitting false information,
including the possibility of fine and imprisonment.”
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10. RWQCBE ADDRESS

The discharger shall submit reports required under this Order, and other information
requested by the RWQCB, to:

Executive Officer

California Regional Water Quality Control Board
San Diego Region

9174 Sky Park Court, Suite 100

San Diego, California 92123-4340

Attn: Land Discharge Unit Supervisor

E. SITE INSPFECTION RESULTS

1. The discharger shall perform a final site inspection after the discharge of waste has been
completed at the site. The results of that inspection, and any supporting documentation, shall
be submitted to the RWQCB in an appendix to the final summary report required by Section
F of this Order and Monitoring and Reporting Program R9-2002-0342. The report shall
contain a discussion of any significant findings regarding:

a) Ceneral site condition;
b) FCS waste piles and the condition thereof;
¢) Disposition of FCS wastes reused/disposed at the site;

d} Storm water conveyance and erosion control BMPs located on and immediately off
the site;

¢) Maintenance activitics al the site.
F. FINAL DISPOSITION OF WASTE
For each dischange of waste to an unclassified waste management unit the discharger shall report all
information that is necessary for the RWQCR o assess compliance with the Discharge
Specifications Section C of this Order. This information shall be reported s an appendix pursuant

to Reports To Be Filed With the RWQCB, Section C in compliance with the schedule required in
Monitoring and Reporting Program R9-2002-0342.
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G. PROVISIONS
1. OBLIGATION TO COMPLY

The discharger shall comply with all conditions of this Order. Any noncompliance with this
Order constitutes a violation of the California Water Code and is grounds for; (a) enforcement
action; or (b} termination, revocation and reissuance, or modification of this Ornder,

r CORRECTION OF ADVERSE IMPACTS

The discharger shall take all reasonable steps (o minimize or correct any adverse impact on the
environment resulting from noncompliance with this Order, including such accelerated or
additional monitoring as may be necessary 1o determine the natune and impact of the
noncompliance.

3 PROPER OPERATION AND MAINTENANCE

The discharger shall, at all imes, properly operate and maintain all facilities and systems of
treatment and control (and related appurtenances) which are installed or used by the discharger to
achieve comphance with conditions of this Grder. Proper operation and maintenance includes
effective performance, adequate laboratory and process controls including appropriate quality
gssurance procedures.

4. PROPERTY RIGHTS

This Order does not convey any property rights of any sort or any exclusive privileges, including
any guthorization to discharge solid waste or maintain an inactive landfill. The requirements
preseribed herein do not authorize the commission of any act causing injury to persons or
property, nor protect the discharger from liability under federal, state, or local laws, nor creaie a
vested right for the owner and operator to continue the regulated activity.

o ENTRY AND INSPECTION
The discharger shall allow the RWQCH, or an authorized representative upon the presentation of
credentials, to:
a, Enter upon the discharger premises where a regulated facility or sctivity is located
or conducted, or where records must be kept under the conditions of this Order;

b. Have access to and copy, at reasonable times, any records that must be kept under
the conditions of this Order;
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c Inspect at reasonable times any facilities, equipment (including monitoring and
control equipment), practices, or operations regulated or required under this
Order; and

d. Sample or monitor at reasonable times, for the purposes of assuring compliance
with this Order or as otherwise authorized by the California Water Code, any
substances or parameters at any location.

6. REPOSITORY FOR WASTE DISCHARGE REQUIREMENTS

A copy of this Order shall be maintained at the local offices of the discharger and shall be
evailable to operating personnel at all times.

T SEVERABILITY

The provisions of this Order are severable, and if any provision of this Order or the application
of any provision of this Order to any circumstance is held invalid, the application of such
provision to other circumstances, and the remainder of this Order, shall not be affected thereby,

B. PUBLIC NOTIFICATION

Public notification shall be completed at least 30 days prior to the discharge (for disposal or
reuse) of FCS wagtes at the site. Adjacent property owners and other interested parties are to be
notified of the plans for the disposal/reuse of FCS wastes. The discharger shall provide the
EWQCB with written documentation of the required public notification.

9. ENFORCEMENT
In the case of an enforcement action, the following provisions shall apply:

a. The provisions in this enforcement section shall not act as limitation on the statutory
or regulatory authority of the RWQCB.

b. Any violation of this Order constitutes violation of the California Water Code and i3
basis for enforcement action, termination of the order, revocation and reissuance of
the Order, denial of an application for reissuance of the Order or a combination
thereof,

¢. It shall not be a defense for a discharger in an enforcement action that it would have
been necessary to halt or reduce the permitted activity in order to maintain
compliance with the conditions of this Order.
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d. The California Water Code provides that any person who intentionally or negligently
violates any waste discharge requirements issued, reissued, or amended by this
RWQCB is subject to administrative civil Hability of up to five thousand (5,000)
dollars per day of violation. The Superior Court may impose civil liability of up to
fifteen thousand (15,000) dollars per day of violation.

e, The California Water Code provides that any person failing or refusing to furnish
technical or monitoring program reports, as required under this Order, or falsifying
any information provided in the monitoring reports is guilty of a misdemeanor,

10. DEVELOPMENT AND IMPLEMENTATION OF BEST MANAGEMENT PRACTICES

The discharger shall develop and implement effective best management practices (BMPs) to
comply with Discharge Specifications Sections C.4 of this Onder,

H. NOTIFICATIONS

L Definitions of terms used in this Order shall be as set forth in California Code of
Regulations, Title 27.

2 This Order becomes effective on the date of adoption by the RWQCB and will supercede
Resalution Order No. 95-63.

I, John H. Robertus, Exccutive Officer, do hereby certify that the foregoing is a full, wrue, and
correct copy of an Order adopted by the California Water Quality Control Board, San Diego
Region on December 11, 2002.
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CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN DIEGO REGION

MONITORING AND REPORTING PROGRAM NO. R9-2002-0342
FOR THE DISPOSAL AND/OR REUSE OF
FETROLEUM FUEL CONTAMIMNATED SOILS (FCS)

IN THE SAN DIEGO REGION

A. MONITORING PROVISIONS

L. Samples and measurements taken as required herein shall be representative of the
volume and natre of the monitored discharge.

2. Monitoring must be conducted according to United States Environmental
Protection Agency test procedures approved under the most corrent version of
Test Methods for Evaluating Solid Waste, Physical/Chemical Methods, SW-846,
U.S. Environmental Protection Agency.

i All analyses shall be performed in a laboratory certified to perform such analyses
by the California Department of Health Services.

4, If the discharger monitors any pollutants more frequently than required by this
Order, the results of this monitoring shall be included in the calculation and
reporting of the data submilted in the discharger's monitoring report. The
increased frequency of monitoring shall also be reporied.

5. The discharger shall retain records of all monitoring information, including all
calibration and maintenance records, copies of all reparts required by this Order,
and records of all data used to complete the application for this Order. Records
shall be maintained for a minimum of five years from the date of the sample,
measurement, report or application. This period may be extended during the
course of any unresolved litigation regarding this discharge or when requested by
the San Diego Regional Water Quality Control Board (RWQCB).

6. All monitoring instruments and devices that are used by the discharger to fulfill
the prescribed monitoring program shall be properly maintained and calibrated as
necessary lo ensure their continued accuracy.

7 The discharger shall repart all instances of noncompliance, not reported under the
Reporting Requirement [0.4. of Order No. R9-2002-0342, at the time the final
report is submitted (sce Final Disposition of Wastes, Section F of Order No. R9-
2002-0342).

8, Records of monitoring information shall include:
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a. The date, identity of sample monitoring point from which it was taken,
weather conditions at time of sampling, and time of sampling or measurement;

b. The names and qualifications of individual(s) who performed the sampling or
measurements;

b. Date and time that analyses were started and completed, and the name of the
personnel performing each analysis;

. The analytical techniques or method(s) used, including method of preserving
the sample and the identity and volumes of reagents used;

d. Calculation of results;

€. Resulis of analyses and the practical quantitation limit (PQL) and method
detection limit {(MDL) for each parameter; and

g. Laboratory quality assurance results (e.g. percent recovery, response factor)

& Technical reports shall be signed by an authorized person as required by the
Reporting Requirement D.9. of Order No. R9-2002-0342,

B, WASTE MONITORING

The discharger shall ensure that all FCS wastes are discharged in compliance with the
requirements of Sections B (Discharge Prohibitions) and Section C (Discharge
Specificiations) of Order R9-2002-0342, The characterization of FCS wastes shall be
performed as required bealow:

L. The discharger shall monitor the wastes from each source using the following

parameters and repont results (o the RWQUCB as required in Eligibility, Section A
of Order R9-2002-0342.

2, Each source of petroleum hydrocarbon fuel contaminated soil (“FCS waste™)
disposed of or reused at the facility shall be sampled and analyzed as follows:

a) Sampling: All samples of FCS wastes shall be collected in accordance with
sampling guidelines set forth in the test procedures approved under the most
current version of “Test Methods for Evaluating Solid Waste, Physical/Chemical
Methods, SW-846", U S, Environmental Protection Agency.

b} Analysis: The minimum detection levels for the methods prescribed in this
Order are listed in Table 1 of this Monitoring and Reporting Program.
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Table 1. Test Methods and Minimum Detection Levels for Fuel Constituents in

FCS Wastes
Type of Coastituent of Ext. Carbon Prep. DHS/EPA Mindmum
Contaminant Concern PMlethod Range | Method Method of Detection
EPLP Analysis Level
Gasoline/Av-Gas | TPH-Gasoline Ce-Caz 5035 2015M/DHS 10 mpghg
Diesel Fuel! TPH-Dhese| Cio-Cm 5035 #015M/DHS 10 mgfkg
kerosens/ jet Fuel
fuel! bunker fuel
Gasoline MTEE 5035 B260B 5 pgfhg
All BTEX 5035 BOZ1 0.5 ppkg
Driesel Fuel/ Leachable Method Cig-C 5035 BOLSMYDHS 50 pgil
kerosene jet Diesel Fuel 1312
Tuel! bunker fiael
: Methid
All Leachable 5035 8021 0.5 pg'l
BTEX 1312
: Method
Gasoline Leachable 5035 E2608 5 pal
MTRE 1312
EEY io TABLE 1:

Gas'Av-Gas = concentration limut required for FCS containing gascline and aviation
pasaling constituents

Gasoline = concentration limit requined fioe FCS eontaining only gasoline constituents
Driese] Fuelf kerosene! jet fuel! bunker fuel = concentration limil required for FCS
contzinng the listed fuel constituents:

ALL = analyses required for FCS containing any fuel constituent identified in this Order.

i 8 All FCS wastes discharged under this Order must be sampled and analyzed using
the following minimum requiremenis:

a) Sampling: For quantities of FCS wastc less than or equal to 500 cubic
yards, a minimum of four samples per 100 cublc yards will be taken. For
quantities of FCS waste above 500 cubic yards, an addidonal sample shall
be collected for every 500 cubic yards, In all cases, a minimum of four
samples shall be analyzed for either primary and/or secondary level
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analyses as set forth in Discharge Specifications C.3.a. and C.3.b. of
Order R9-2002-0342,

b} Primary Level Conditions: The waste samples shall be analyzed for the
primary constituents of concem as listed in Discharge Specification
(Section C.3.a. - Table 1) of Order R9-2002-0342,

i) Primary Level Conditions-Gas/Av-Gas.
FCS wastes containing gasoline or aviation gasoline constituents
shall be analyzed using the DHS method or EPA Method 8015
maodified to quantify the concentration of total petroleum
hydrocarbons (TPH) through the carbon range Cg 1o Cyz. The
minimum detection limit for TPH using these criteria shall be no
greater than 10 mg/kg. Additionally, the FCS wastes shal] be
analyzed using EPA Method B021 to quantify the concentrations of
benzene, toluene, ethylbenzene, and total xylenes (BTEX) and EPA
Methoed B260B to quantify concentrations of MTBE (for gasoline
only). The minimum detection limits shall be as follows: for BTEX
analyses by EPA Mcthod B021 detection limits shall be no greater
than 0.5 pg/kg and for MTBE by EPA Method 82608 detection
limits shall be no greater than 0.5 pgfkg.

ii)  Primary Level Conditions -Diesel fuel/kerosenefjet fuels/bunker
fuel. FCS Wastes containing diesel fuel, kerosene, jet fuels, or
bunker fuel constituents shall be analyzed using the DHS/EPA
Method 8015 modified to quantify the concentration of total
petroleum hydrocarbons through the carbon range Cig to Csp. The
minimum detection limit for TPH using these criteria in FCS
wastes shall be no greater than 10 mg/kg. Additionally, the FCS
wastes shall be analyzed using EFA Methods 8021 to quantify the
concentrations of BTEX. The minimum detection limits for BTEX
analyses by EPA Method 8021 shall be no greater than 0.5 pgfkg.

c) Secondary Analysis: If the primary level conditions (Discharge
Specification C.3.a - Table 1 of Order R9-2002-0342) are not met, the
samples of FCS wastes exhibiting the highest concentrations as a result of
the primary analyses (a minlmum of 4 samples for all parameters tested)
shall be further analyzed for the secondary constituents of concern
conditions (Discharge Specification C.3.b. - Table 2 of Order R9-2002-
0342).

i) Secondary-Gasoline/Av-Gas.
For secondary analysis, samples of FCS wastes containing gasoline
or aviation gasoline constituents shall be extracted using the
Synthetic Precipitation Leaching Procedure (SFLP) using a zero
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headspace extractor. Procedures for the SPLP are deseribed in EPA
method 1312 of “Test Methods for Solid Waste, SW B46™. The
SPLP waste extract shall be analyzed for BTEX using Method 8021
and analyzed for MTBE using Method 8260B (for gasoline only).
The minimum detection limit for BTEX in waste extract, using
Method 8021, shall be no greater than 0.5 pg/L. The minimum
detection limit for MTBE in the SPLP waste extract, using Method
82608, shall be no greater than 5 pg/l.

ii)  Secondary- Diesel fuel/kerosene/jet fuels/bunker fuel
For secondary analysis, samples of FCS wastes containing diesel
fuel, kerosene, jet fuel, or bunker fuel constituents shall be extracted
using the Synthetic Precipitation Leaching Procedure (SPLP) using
& zero headspace extractor. Procedures for the SPLP are described
in EPA method 1312 of “Test Methods for Solid Waste, SW 846",
The SPLP waste extract shall be analyzed for diesel fuel constituents
using DHS/EPA Method 80135 modified to quantify the
concentration of total petroleum hydrocarbons (TFH) through the
carbon range Cg to Cyg, and BTEX using Method 8021, The
minimum detection limit for TPH analyses in the waste extract
{8015M) shall be no greater than 50 gg/l.. The minimum detection
limit for BTEX in waste extract, using Method 8021, shall be no

greater than 0.5 u gl

4, The RWQCB Executive Officer may consider alternative analytical methods and
protocols proposed by the discharger. However, discharger must provide the
BWOQUCB with acceptable justification to support proposed alternatives to protocols
set forth in this Monitoring and Reporting Program.

5 Under authority of Water Code Section 13267(a), the discharger may be required to
submit additional analyses for other waste constituents (e.g., for other fuel additives
or degradation products thereof) or additional monitoring reports as deemed
appropriate by the RWQUCB Executive Officer.

C. REPORTS TO BE FILED WITH THE RW(QCB
Under authority of Water Code Section 13267(a), all reports shall be submitted no
later than 60 days following final discharge of FCS waste at the site. The repon
shall be comprised of the following in addition to the specific contents listed
below:
1. Transmittal Letter

A lenter summarizing the csicntial points shall be submitted with each repont.
The transmittal letter shall include:
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a. A discussion of any requirement violations found and actions taken or

planned for correcting the violations. If no violations have occurred, this
shall be stated in the transmittal letter; and

. A statement certifying that, under penalty of perjury, that to the best of the

signer's knowledge the report is true, complete, and correct as required in
in Reporting Requirements (Section D.9.c.) of Order R9-2002-0342.
An individual that meets the requirements contained in Reporting
Requirements (Section D.9.a. or D.9.b. of Order R9-2002-0342) ghall
sign the required statement.

1, Waste Monitoring Report

The discharger shall submit to the RWQCB a final summary technical report.
The final report shall include, but not be limited 1o the following:

a. A completed FCS certification form (attached to Order R9-2002-0342) for

each separate source (i.e., unauthorized release case) of petroleum
hydrocarbon fuel contaminated soils (FCS wastes) discharged at the site.

. The following information shall be attached 1o each completed FCS

certification form;:
i. Copy of the laboratory data sheets for analytical results from the waste

ii. Complete copy of applicable |aboratory quality assurance/guality
control (QAMQC) data,

iii. The discharge shall provide the information in 2.b.i and 2.b.ii (abave)
as an appendix to the Final Summary Report pursuant to Section F
(Final Disposition of Wastes) of Order R9-2002-0342.

. Where the reuse of FCS wastes is part of an individual site redevelopment

project (involving only one parcel/property), the discharger shall provide
the RWQCB with an estimated completion date for the site-specific
redevelopment work.

. Where the reuse of FCS wastes is part of a larger redevelopment project,

involving multiple properties/parcels/sites, the discharger shall also
provide the RWQCE with an estimated completion date for the final

redevelopment project.
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. REPORTING SCHEDULE

Under authority of Water Code Section 13267(a), the discharger is required to comply with
the following minimum reporting schedule:

Reporting Frequency Report Period Report Due
One Time Duration of Project Within 60 days after
discharge of FCS

waste is completed.

Reports shall be submitted to the RWQCB Executive Officer:

Executive Officer

California Regional Water Quality Control Board
San Diego Region

9174 Sky Park Court, Suite 100

San Diego, California 92123-4340

Antention: Supervisor Land Discharge Unit

Ordered by:
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VIII. LABORATORY QA/QC REPORTING GUIDELINES

In the laboratory, QA/QC is protocol designed to verify and maintain a desired level of quality in the
analytical process. OA/QC requires careful planning, continued inspection, and appropriate
corrective action.

A. Definitions

The commonly used laboratory QA/QC terms are described for the purpose of consistency in San
Diego County. It isrecognized that other terminology is used in other geographica aress.

1. Calibration Standard (CS)

A standard containing known quantities of target analyses, prepared from traceabl e stock
materials of known, certified quality obtained from areliable source or sources. Used to
calibrate analytical instrument response.

2. Calibration Verification Standard (CVS)

A standard containing known quantities of target analyses, prepared from traceable stock
materias of known, certified quality obtained from a reliable source or sources independent
from those associated with the corresponding calibration standards. Often obtained as a
Quality Control (QC) Check Standard prepared by an outside source. Used to verify the
accuracy of the analytical instrument calibration. (See also Laboratory Control Standard.)

3. Instrument Detection Limit (IDL)

The smallest quantity of an analyte that can be statistically differentiated from the baseline
noise level of an instrument without regard to sample matrix characteristics or to the specific
sample preparation and analysis methods employed.

4. Laboratory Control Sample/Blank Spike (LCS)

A "clean," andyte-free matrix sample (e.g., organic-free or deionized water) spiked with
known concentrations of target analyses and carried through the same, entire sample
preparation and analysis procedure used for samples. LCS spiking stocks are normally
prepared from traceable standard materials of known, certified quality obtained from a
reliable source or sources independent from those associated with the corresponding
calibration standards. (Note: For those methods that treat all standards and samples dike
except perhaps for sample aliquot size, the Calibration Verification Standard aso qualifies as
aLaboratory Control Sample/Blank Spike.) LCS recoveries are used to estimate overal
analytical method accuracy independent of sample matrix effects. Also used to demonstrate
overall routine method performance. (See aso: Calibration Verification Sandard; Method
Blank.)

5. Matrix
The combination of physical and chemical properties of a group of samples which are similar

enough to be analyzed together and evaluated by the same quality control criteria. Air, water,
soil, tissue, etc., are some genera terms typically used to refer to different matrix types.
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6. Matrix Spike (MS)

An diquot of sample spiked with known concentrations of target analyses. Matrix spike
recoveries are used to estimate overall sample matrix-dependent analytical method accuracy,
and to characterize matrix interference effects.

7. Matrix Spike Duplicate (M SD)

Separate sample aliquot spiked with known concentrations of target analyses. Results of the
analysis of matrix spike duplicates are used to estimate overal method precision.

8. Method Blank

A "clean", andyte-free matrix sample (e.g., organic-free or deionized water) carried through
the same, entire sample preparation and analysis procedure used for samples. Measures the
overal levels of contamination for the method.

9. Method Detection Limit (MDL)

The minimum concentration of a substance that can be measured and reported with 99%
confidence that the analyte concentration is greater than zero, as determined by a specific
method. The MDL takes into account the effects of reagents and preparation and analysis

steps.
10. Percent Recovery

Calculated for Matrix Spike, Surrogate, and LCS data, and used to estimate the accuracy of
al or part of a measurement process. Matrix Spike Percent Recovery (MSPR) is usudly
calculated from the results of analyses of samples and their respective sample matrix spikes,
according to the following general equation:

SSR - SR
MSPR = -------meeme- x 100 Equation E-1
A
where: MSPR = Matrix Spike Percent Recovery
SSR = Spike Sample Result
SR = Sample Result
SA = Spike Added

Surrogate and L CS recoveries are calculated in a similar manner.
11. Relative Percent Difference
Calculated for sample duplicate and matrix spike duplicate data, and used to estimate overall

method precision. Relative Percent Difference (RPD) of the results of analyses of sample
duplicates is normally calculated according to the following general equation:

RPD = ---cmmmmmemee X 100 Equation E-2
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(S+D)/2
where: RPD = Relative Percent Difference
S = Firgt Sample Vaue (original)
D = Second Sample Value (duplicate)

RPD for matrix spike duplicate resultsis calculated in a smilar manner
12. Reporting Detection Limit (RDL)

The minimum concentration of a substance in a specific sample that can be measured and
reported with a known and specified level of confidence that the analyte concentration is
greater than zero, as determined by a specific method. Typically determined as the
corresponding Method Detection Limit (MDL) to which the appropriate adjustments and
qualifiers for sample matrix type, aliquot size, sample dilutions of pre-concentrations, and
observed interferences have been applied and appended.

13. Sample Duplicates

Separate sample aliquot taken through the entire preparation and analysis procedure. Results
of the analyses of sample duplicates are used to estimate overal method precision.

14. Surrogate

An organic compound similar in compositional, extraction, and chromatographic character
and behavior to one or more target analyses but not normally found in environmental
samples. In GC/M S methods, sample aliquots are spiked with surrogates, and surrogate
recoveries are used to indicate method efficiency and can, with qualifications, be used to
estimate overall method accuracy.
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TABLE E2: LABORATORY QA/QC REPORTING GUIDELINES

QA/QC Parameters Indicator of Requiredfor Description

Sample duplicate; Precision All sample analyses Theresults of al sample duplicate and/or matrix spike duplicate

Matrix Spike (MSMSD) analyses, together with the derived Relative Percent

duplicate Differences (RPD), should be reported for analytes detected to provide
the requisite estimates for precision. Minimum frequency; 5% per batch.

Sample Matrix Spike [ Accuracy All ssmpleanalyses. | Theresultsof al sample matrix spike analyses, together with the derived

& Surrogate Recovery For exceptions, see Matrix Spike Percent Recoveries (MSPR), should be reported for spiked

Results description note. analytesto providethe reguisite estimatesfor accuracy. Minimum

frequency; 5% per batch. For mass spectrometric analyses, surrogate
spike recoveries may be reported in lieu of matrix spike recoveries
unless otherwise directed by DEH.

Reporting Detection | Sample specific All sample analyses Sample-based, matrix -dependent and method- specific Reporting
Limit limit of detection Detection Limits (RDL) should be reported for all target analytes. A
detailed derivation of these RDL, including all statistical formulas and
al method- and sample specific pre-concentration and dilution terms
should be made available upon request.

Method blanks In-house lab All sample analyses Either report the results of all method blank analysesfor target analytes
contamination or provide a statement indicating that target analytes are within
laboratory control limits. Any out of control conditions should be
explained Minimum frequency; 5% per batch.

Laboratory Control Method Control and | Required whenever The results of any relevant Laboratory Control Sample/Blank Spike
Sample/Blank Spike | Method Accuracy | sample matrix spikeis | (LCS) analyses, together with the derived Laboratory Control Standard
outside Control limits | Recoveries (LCSR), should be reported whenever sample matrix spike
or when matrix spiking | recoveries are found to be outside the appropriate control limits or

is not appropriate. whenever matrix spikingis not appropriate for the particular method or
sample conditions. If both matrix spike and LCS recoveries are within
control limits, asummary statement to the effect that all LCSR and
MSPR results are within the specified control limits may be substitued
for adetailed report of LCS and MSPR results.

Control Limits Individual Lab All sample analyses | Appropriate method-derived or laboratory-defined control limits for
Method Dependent reporting RPD, LCSR and M SPR should be provided with the QC report
Performance to facilitate the interpretation and evaluation of precision and accuracy

estimates. Alternatively, acurrent copy of laboratory control limits
should be on file with DEH or made available to the consultant upon
request.

Chain of Custody Sample integrity All sample analyses Copies of the completed chain-of -custody forms should accompany the
report. The condition (temperature, seals, etc.) of the sample(s) upon
receipt by the laboratory should be noted.

Supplemental Information:

1) A complete liging of correlated laboratory sample codes and their respective field sample identifiers should be included in the report.

2) Thedates of sample acquisition, receipt, preparation, extraction, and anaysis, including al QC samples for which detailed reportingis
required (e.g., sample duplicates, sample matrix spikes, laboratory control samples), should be included in the report.

3)  Thereport should supply any supplemental information needed for the interpretation of QC data and the evaluation of data quality,
including commentary on out -of -control conditions, sample matrix effects, observed laboratory contamination, anomalies associated with
the samples or their analyses, and any other factors that could affect data quality.

4) Cdlibration, calibration verificatio n, and method blank analytical data need not be reported in detail but should be retained for possible
future need. A summary statement to the effect that all such results are within the specified control limits may be substituted for a detailed
report of theresults.

5) All raw data, chromatograms, laboratory logs, anayst notebooks, and other pertinent documentation should also be retained and should be
made available for inspection upon request.

Note: These guidelines apply to site assessment and mitigation work only. For all other purposes, contact DEH.
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